
iAMT driver installation guide 
 
1. When user install iAMT driver of PCE-5124, pleas e download Intel iAMT driver (HECI/LMS_SOL) from 

Web link below. 

http://support.advantech.com.tw/support/DownloadSearchByProduct2.aspx?keyword=5124&ctl00_ContentPlace

Holder1_EbizTabStripNoForm2_Tab=Driver  

 

 
 
 



 
2. Kindly download HECI driver, un-compress it to l ocal HDD, and click Setup.exe to install “Intel 

Management Engine Interface” driver.  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



3. When ME driver installation is finished, device of ”Intel(R) Management Engine Interface” is shown 

correctly in Device Manager.  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

4. Kindly download LMS_SOL driver, un-compress it t o local HDD, and click Setup.exe to install second 

“Intel Management Engine Interface” driver. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
5. When LMS_SOL driver installation is finished, de vice of” Intel(R) Active Management Engine 

Interface-SOL (COM7)” is shown correctly in Device Manager  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
User Note 
 
1. DIMM A1or A2 memory address is required by iAMT device, kindly install DDR RAM 
module in DIMM A1or A2, iAMT driver will be success fully installed.  

  
 

  
 Only install DDR2 RAM in DIMMA1,                      Only install DDR2 RAM in DIMMA2, 

 



  
Install DDR2 RAM in DIMMA1& A2,                      Install DDR2 RAM in DIMMA1& B1,  

  

 
 Install DDR2 RAM in DIMM A2& B2  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
2. Otherwise, an error will occur during iAMT drive r installation, device” Intel Management 

Engine Interface” will show an exclamation mark. 

 

 
 

  
Only install DDR2 RAM in DIMMB1,                      Only install DDR2 RAM in DIMMB2, 

 

 

 



 
Install DDR2 RAM in DIMMB1 & B2,  

 

 

 

 

 

 

 

 

 

 

 

 

 

 


