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Report NO. 96TD007

I. Testing Date: 06/13/96

I1.Model Name: IPC 610 & PCA-6147

II.Revision: 1.1PC 610/250w/B
2. PCA-6147/B3

IV.Description:

1. IPC CHASSIS 250W/14 Slots

2. All In One(Full) 486 DX4-100 CPU Card W/SSD
V.Quantity:1 piece
VLEquipment:
’ - Giant Force GTH-408-40-1P

Programmable Temperature & Humidity Chamber

-40°C~+150°C/ 20%~98% RH
- Constancy : 10.3°C;=£2.5% RH
- Uniformity : £0.5°C; 4% RH
' - Heat-up :20°C—150°C/ 65 min

- Pull-down: 20°C—-40°C/90 min

VIL.Configuration:
.VGA card :PCA-6642(SVGA Card)

.Backplane :PCA-6114

HDD :SEAGATE 850MB (Model: ST5850A) In  Side Chamber
JFDD : N/A

.Test software: QAPlus Ver:4.8
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VIII. Test Item & Result:

. 1 Storage Low Temperature/Low Humidity

. [ Storage Low Temperature/High Humidity

. [] Storage High Temperature/Low Humidity

. [] Storage High Temperature/High Humidity

. [] Storage Temperature/Humidity Cycle

. [] Dynamic Low Temperature/Low Humidity

. [J Dynamic Low Temperature/High Humidity

. [J Dynamic High Temperature/Low Humidity

. [[J Dynamic High Temperature/High Humidity

: Dynamic Temperature/Humidity Cycle

. [ ] Others
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A.Test Item : IPC 610 Rev:B

PCA-6147 Rev:B3

' B.Test Follow standard : N/A

C.Test spec. :
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Condition:Operation mode,at -10°C,0%RH,5HR &70 °C,60%RH SHR each cycle
and repeat 4 times.

D.Inspection :

Power Supply Output
Boot to DOS
Memory Test

Cache Memory Test
Video

Buzzer
Keyboard/Mouse
FDD Drive

HDD Drive

CPU Speed

Fan

Component Broken
Printed Circuit Board Broken
Others

PASS

FAIL

N/A NOTE
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E. Figure: Temperature Cycle Profile
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Temperature Change Rate -10°C~70°C 50 mins
' 70°C~-10°C 70 mins
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