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We appreciate you choose our Digital Surveillance System and related products. This 
manual provides detailed instructions for operating and setup procedures. Before 
installation, become familiar with the special features and warnings associated with this 
equipment. Once the installation is completed, save this for future reference.

FCC Compliance Statement
This product has been tested and found to comply with limits for a Class B digital device, 
pursuant to part 15 of the FCC rules. These limits are designed to provide reasonable 
protection against harmful interference in residential installations. This equipment may 
radiate radio frequency energy, and if not installed and used in accordance with the 
instructions, may cause harmful interface to radio communications. However, there is no 
guarantee that interface will not occur in a particular installation. If this equipment does 
cause interference to radio or television equipment reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures:
※ Reorient or relocate the receiving antenna.
※Move the equipment away from the receiver.
※ Plug the equipment into an outlet on a circuit different from that to which the  

receiver is connected.
※ Consult the dealer or the experienced radio/television technician for additional 

suggestions.

⊙Windows 98SE/2000/XP is registered trademarks of Microsoft Corporation.
⊙ Other product names mentioned herein are used for identification purposes only and may

be trademarks and/or registered trademarks of their respective companies.

Preface
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One HDD→250W
Two to Three HDD→300W
Three to Four HDD→350W
Four to Five HDD→400W
Five to six or above→460W

Power Supply

Windows XP、Windows2000、Window XP EmbeddedOS

General recording quality is 7 kbs. If you connect 4 cameras and 
record 4 FPS 24 hours a day, it will take 9.3GB HDD space. 80 G
B HDD for long time recording is recommend. 

HDD

DirectX8.0 or above（software CD enclosed）DirectX

Ethernet cardEthernet card

256 MB or above256MB or aboveRAM

Geforce FX-5200 128MB or Ra
deou 9200 128MB above

Geforce FX-5200 128MB or R
adeou 9200 128MB above

VGA

Intel 845 or 865 chipIntel 845 or 865 ChipMotherBoard

Intel P4 2.8GHz or aboveIntel P4 2.8GHz or above CPU

PV-600 (24 ports)
PV-900
PV-2000
PV-2100

PV-600 ( under16 ports)
PV-800 (under16 ports )

DVR Kits
Model Number

1.1 System Requirements
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1.2 Driver and Software Installation

Power View Program Installation：
The following picture will appear when the CD is put into the CD-ROM drive, then you can 
start to install the program.

Driver Installation：
After log into the Windows, the system will search the driver. Put the CD into the CD-ROM 
drive and select [Specify a location], press [Browse] to search the [DRIVER] file in the CD,
then you can start to install the driver. 
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Power View Main Program Installation：
Press [Power View Setup], select the local recording and remote program.

Software Version introduction:
A. Choose the installation Version: PV-600 series, PV-800 series or PV-900 series 
B. For example: PV-600-M(Mpeg4, software compression), PV-600-J(Mjpg version), PV-600A-

M(audio and Mpeg4 version), PV-600A-J(audio and Mjpg Version)
C. Power Center is the remote view and control software

Direct X Installation：
Press [DirectX8.1Setup]  to install DirectX program.( This program has to be installed in local and 

remote computer)
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A.Recording Mode (Main Screen) :
Recording mode is the main screen that will appear after start-up process. 

The screen consists several sections: Image display section, Status display 
section, Function control section, and Screen split section
B. Screen saver

This function prevents unauthorized to enter the system. You can use a valid 
user ID and password to re-login the system.
C. Pan/Tilt Mode

It Works only when the pan-tilt devices or speed dome is connected. You can 
change the direction , focus and room in and out functions of cameras.
D. Playback Mode

Playback Mode can be triggered by events or times. The video player is 
designed to playback all recorded videos simultaneously, it means all videos of 
cameras can be searched and displayed simultaneously, and the images can 
be enlarged and printed
E. Setting Mode

It is able to perform setup for system, users, camera, sequences, motion 
detection, sensors, backup and other settings.

2.Power View Overview

2.1. Main Program Function
Main functions of Power View include Recording Mode, Screen saver mode, 
Pan/Tilt Mode, Playback mode (triggered by time, triggered by events), 
and Setting Mode. Descriptions as following:

A. internet browser (IE) Mode
You can see the real time image by IE through internet, it means you 

can use any computer connect to the web site to see the recording host’s 
real time images.
B. RX Mode

You need to install the [Power View RX] program to connect the 
surveillance from remote computer through Internet or LAN. After the 
installation is finished, you can start to setup and connect.

2.2 Remote Surveillance Function

This Chapter is in connection with Main Program Function and Remote 
Surveillance Function of Power View. 
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3. Recording Mode(Main Screen)

This screen is the main screen that will appear after start-up process. The system preset it as 
recording mode(default username is administrator, password is 1234). 
The screen consists several sections:

Image display 
section

Status display 
section

Function control 
section

Screen split section 

3.1 Image display section

(1) The images of cameras are displayed on the image display section, and this area can be 

divided into full screen, 1-screen, 4-screen, 9-screen, 10-screen, 13-screen, 16-screen, 

17-screen and sequence.

(2) The camera name and time will show at the upper left corner of each split picture .

User can change the camera name freely.

！﹗Note
1. After  installation, need to input the default username and password to log on.

(username: administrator, password: 1234).
2. If you want to auto log on the system after restart, need to set save password in the 

system settings.(refer to setting mode)
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3. 2 Status display section

Current date/time

Used hard disk capacity

★ Note: 
Used hard disk capacity: User can set up circular recording. System will start circular
recording function when reached the preset minimum available hard disk space.However, 

the minimum available hard disk space can not be set as 0MB.
A parameter “Reserved Space” are being used for disk space utilization, and the minimum
value is 500 MB.

Alarm off function

Don’t double click Event   
search: click here to search 
video by events Alarm off: click here to stop 

the alarm of video loss

n When video loss, it will trigger the alarm. Please login user name 
and password to turn off the alarm.

Video Backup: Manual 
Backup
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3. 4 Screen split section

Log out the system

★ Note: Click right button of the mouse on the image display section to 
choose a different page.

Full Screen button

10 split button：Double click at the smaller split, the 
image will display at the upper big split

13 split button：Double click at the smaller split, the 
image will display at the central big split

17 split button：Double click at the smaller split, the 
image will display at the central big split

Sequence button：First, press the 1, 4 or 9 split button,
then press the sequence button (refer to the setup function)

Screen split buttonPress the button 
to snapshot

★ Snapshot function: Press the camera No. to quickly save the picture of 
camera  in C:\power view\bin\snapshot. 

3. 3 Function control section

(1) Screen saver: Screen saver shows when the button is clicked. You need to input us
ername and password  to login again to prevent others entering system. 

(2) Pan/Tilt: press this button to start up pan/tilt function.

(3) Playback: Press this button to playback screen to perform click searching and play
back function.

(4) Setting: Press this button to jump to setting functions.
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4. Screen saver and Pan/Tilt Mode

Screen saver shows when press                                button.      
A valid user ID and password is required to re-login the system. This function prevents
unauthorized to enter the system.

Press                               to start up Pan/Tilt function. (Works only when the pan-tilt 

devices or speed dome is connected.).

Drag the slide-bar 
to adjust P/T speed
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Press up, down, left and right button to change the direction of camera, press 

again to stop. Press [AUTO] button to pan the camera automatically.

Press [+][－] button to change the focus of camera, press [AUTO] button to focus camera automatically.

Press [+][－] button zoom in and zoom out.

How to make pre-position function：

1. Adjust the camera to the direction you want to preset.

2. Press [SET] button, screen1 will appear, choose one pre-position (for example: pre-position1).

3. Press 1 (screen 2) then the camera will turn to the direction set at step 1.

Screen1 

Screen 2
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5.  Playback Mode– triggered by time

5.1 Playback

Save

Current time/date

Date and time 
searching

Status display 

Print

The video player is designed to playback all recorded videos simultaneously, it means 
all videos of cameras can be searched and displayed simultaneously, and the images    
can be enlarged and printed.

Return to 
main screen

Sliding control 
bar for video 
search

Press                                      to enter this menu.

Play Stop

Next 
frame

Previous 
frame

Pause

Rewind1.Click this button to play the---
current video backwards at 
2X speed

2.Click again for 4X speed

3.Click again for 6X speed

4.Click again for 8X speed

5.Click again for 10X speed

6.Click again to resume normal 
playback

Fast forward--- 1. Click this button to fast 
forward the current playing 
video at 2X speed

2.Click again for 4X speed

3.Click again for 6X speed

4.Click again for 8X speed

5.Click again for 10X speed

6.Click again to resume normal 
playback

screen dividing
buttons

Start 
time

Current 
time

End 
time

For PV-2000 series   
(H.264) only: 
Press here to select the 
audio channel you need. 
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5.2 Video playback by slide-bar
Use the slide-bar to search  historical video.

◎Tips:
A. Move the mouse cursor to the search slide-bar, and press and hold the left mouse 

button to search.

B. Drag  the slide-bar to the date/time you want to search, and the video of  the date/time 
will be showed on the screen.

Search 
button

Start 
date/time

Current 
date/time

End 
date/time

C. Click the play button to play the video.

Operation Steps:
1. Move mouse cursor to the split 

screen that you want to zoom 
in and click right mouse button, 
then it will show the list table.

2. Select “Zoom in”

3. click left mouse button to 
“Zoom In”, and click right 
button to “Zoom Out”.

Video Zoom In:
In playback mode, you can 
move mouse cursor to do 
Video Zoom In/Out 
function directly.



16

5.3 Searching video by date/time

Input date and time into date and time searching section to get needed.

minutehour

month

year

◎Tips:

A. Before you input date/time, make sure the video player is not playing . If it is playing, 
press the stop button or pause button.

B. Using button to adjust the year, month, day, hour and minute you want.

C. Press  play button                              to play video images.

day

E. If recording data is available for the time you want, the image will display on the screen.

D. If there have no recording data for the time you want, following screen will appear. 
Please input another date/time and try again.
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5.4 Smart Search

Operation Steps :

1.Go to playback mode and choose the date and time you want to search. You can 

search time by using slide-bar or input date and time into date and time searching 

section to get needed. Note!! Before you input date/time, make sure the video player 

is not playing . If it is playing, press the stop button or pause button.

2.Press button                      to get in Smart Search mode.
3.Select camera you want to search.

4.Press and hold the left mouse button to mark a grid or area of video.

5.Adjust the sensitivity of motion detection.

6.Press button     ，and start searching. When the sensitivity of detection over the 

setting number, the video image will stop on this moving video. Press         button to 

see the moving video. If you want to go on searching, press     button again.

7.If you search images in the half and want to play images back, please press  button

“OK” to go back to playback mode  by using slide-bar to search time you want.

In Playback mode, Smart Search allow you to search archives for incidents. You can 
mark a grid or area of video where the incident occurred, them perform a Smart 
Search and anything that happened In that area will show up without having to view 
hours of footage for no reason .

Select a camera

mark a grid or area of video

Clear the area you set

Adjust  Sensitivity of motion detection. The 
lower the number the higher the sensitivity.

Search
Pause

Play
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5.5 Save
The video image can be saved as BMP, JPG and AVI files.

◎Tips:

A. Press             button, “Select camera” dialogue box will pop up on the screen..

B. If you want to save the video images as photograph, you have to select [Image file].

C. Select the [camera ID] you want to save and press [select one] to save the picture of 
certain camera, or [select all] to save all video images. ( The image can be saved as 
.bmp or .jpg file.)

D. If you want to save the video images as AVI file, you have to select [Video file].

E. Adjust the Start date/time and End date/time, and select camera ID, then press[select one] 

to save as AVI file.

F. CD Burning : When you save files as AVI, you also can use CD burning function. Only 
when set up CD-RW, it will  show “CD Burning” item.
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5.6 Print

Once the desired image appears on the image display section, press the [pause] button 
to print the image.(Make sure the printer is connected)

◎Tips:

A. Press             button, and following screen will appear.

B. If you want to print out all image of all cameras, press [select all].

C. If only need image of certain camera, select  camera ID, and press [select one] to print 
the image of certain camera.

5.7 Exit (Return to main screen) 

Press               to return to the main screen of  recording.
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6.  Playback Mode(2) — triggered by events

Stop

Event triggered list
Click on event wanted 
and click twice on left 
button of mouse to 
start playing Event 
triggered List

Don’t double click Event Search: 
one click here to search video by 
event. 

Previous 
frame

Pause

Play

Next 
frame

★ Default event list up to 500 events, ask the seller to add more event list.

★ Default event recording time is 13 seconds for each event, ask the seller change the pre 
and post  alarm recording time.

★ Pre-alarm recording: each event allows to be recorded images for 1-10 seconds before 
the event is triggered.

★ Need to have motion detection or alarm set up function to enable the workability of 
event recording

.

Search events by time, 
event type and camera

Save

Print
Return to recording
screenDouble click to

enlarge the screen
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7. Setting Mode

Press                                    button to enter the setup screen, it is able to perform setup for system, 

users, camera, sequences, motion detection, sensors and other settings.

7.1 System settings

Click on system settings to show the following screen:

The interval of 
Alarm warning

Choose this item 
to auto login with
this username and 
password.

Press this button and input password: 1234 
to delete normal or event recording file

The better com-
pression quality 
you select, the video 
image is clearer, but 
the image size is 
larger

★ The default recording mode is [regular recording mode]:
A separate process for deletion will be started automatically to delete the oldest 
files, when all the selected hard drives’ available space is lower than the “Reserved 
Space” value.
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【Storage location and safe storage 】
The system will detect the available hard disk drives from C: to G:,you can choose what disk 
drive you want to save, and the video image will start to be saved from C:. But you need to 
set the reserved space of each drive(at least 500 MB).

【 Notifying types of event triggered 】

1. Select [ phone] : the system will dial out with voice message when the event is triggered.
2. Select [recording]: the image will be saved in event video files when the event is triggered.

So you need to search the event image in the event player (press                  button ).
3. Select [e-mail]: the system will send e-mail  (without image) to users when the event is 

triggered. But you need to set the “mail server” in the [other] setup item. (If you want to 
receive the e-mail attached image, please contact the distributor to setup)

4. Select [IP]: Select IP and input the IP address. When the event is triggered, the triggered 
image will be sent to the IP address until the message is verified.

【Schedule setting】
Press          button to setup the schedule of the upper event notification.

∙Make a schedule：move the mouse to the up or down side of the schedule bar, 
change the schedule time when the arrowhead appear.

∙Remove the schedule bar：move the mouse over the schedule bar, left click mouse and dra
g the schedule bar out of the zone.
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《Event Center Function》
Event Center is a program which is attached to the disk, when the event is triggered in the local 
computer, the remote computer will be connected and receive the images continuously . The 
difference between Event Center and Remote Surveillance Software is that the Remote 
Surveillance Software need to be connected continuously and including more functions. 
But the Event Center is easier than the Remote Surveillance Software. The Event Center don’t 
need to be continuously connected and the icon can be reduced and hidden in the status bar of 
windows desktop. Only when the event is triggered, the remote computer will pop up the screen.
The setting procedure is as below:

Step1:
You have to know the IP address of local machine and remote computer. In the main 
screen of local machine, press [setup] à [system setup] à [event triggered notification], 
select [IP], and input the IP address of remote computer, press [OK].

Step2: 
Put the disk into the CD-ROM drive of  the remote computer, go to [Tools]à
[Event Center], and install [Event Center] program. Run this program and following 
screen will appear:
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Step3:
Press [setup] to setup the settings. Select [No.], and input the IP address, username and 
password of local machine, then press [OK].

Step4:
After finishing the settings, press                  to put the [Event Center] into the status bar 
of windows desktop, once the event is triggered, it will pop up the image until the user 
close the screen.
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7.2 User settings

Click on [User settings] to show following screen. Set information for each user.

User Logon:
You can setup username 
and password.

Authority Settings:
Each user can do settings for each camera (1-16).

User Profile:
When the event is 
triggered, it will send 
message to the telephone 
or e-mail address.
Supervisor can perfor
m set up, monitor, and 
searching function, etc. 
Others cannot perform 
set up function
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7.3 Camera settings 

Click on“Camera Settings” to show following screen:

Select camera 

Select the size and 
color of the text fonts

Edit the location
of camera

Composition of camera:
Set hue, contrast, brightness and saturation of each camera.

Remote surveillance
and playback is
available if choose

Click this item to 
enable the camera

Press this button,
the other camera 
setting will follow 
this camera 

【Frame Rate (fps)】

Normal recording: The same as circular recording, the system will record all the time, 
if the disk space is full, system will auto re-cover the oldest video file.
The frames is allowed to changed.

Event recording: Only recording when the event is triggered. The frames is allowed to 
changed.
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【Recording type】

★ Regular Recording Mode:

When regular recording mode is selected, the recording will keep on by automatically 
over writing the oldest files once the storage device(s) is full.

★ Event Recording Mode:

• Event recording will be triggered by the alarm inputs or the motion detection.

• Once the alarm is triggered either by the alarm inputs or the motion detection, the 
corresponding camera will start recording automatically.

★Mixed Recording Mode: Normal and Event recording Simultaneously.

• We recommend this mode to save hard disk space. You can set a frame rate of normal 
recording to low(1 frame) and Event recording rate to higher (5 frames) to save the 
hard disk space and faster speed in playback.( need enable motion detection function)

Each recording type can set the schedule.

• A  timer is implemented for scheduled recording.

• The timer  will start and stop scheduled recording automatically according to your 
inputs.

∙Make a schedule：move the mouse to the up or down side of the schedule bar, change the 
schedule time when the arrowhead appear.

∙Remove the schedule bar：move the mouse over the schedule bar, left click mouse and  
draw the schedule bar out of the zone.

∙Duplicate the schedule：Pre-set the schedule of  a day, select the time you want to  
duplicate, then press the duplicate
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1.Input the sequence time

4.Select the sequence
camera in each 
page.

Set the sequence time and camera in each split. After setting is finished, select the split 
screen and press sequence button.

2.Select the split screen 
you want to set

3.Add or delete
the sequence 
page in each
split. 

7.4 Sequence settings
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7.5 Motion detection settings
The motion detection function is designed to automatically detect any activities within 
a selected detection area, and to start recording of that camera when activity is detected 
inside the detection area.Click on [motion detection]to show the following:

Select Camera
Detection Area Setup:
Simply click on any 
spot to select grid(s) to 
form detection area(s) 
of any shape in the 
video screen for motion 
detection.(Note: the 
number of detection 
area is unlimited.)

The sensitivity of the 
motion detection. The 
lower the number the 
higher the sensitivity.

The alarm will be 
triggered after the 
motion detection is 
triggered continuously 
for # seconds

Start the function

Select the wav. file 
that will be sent to 
the user.

Select the digital 
input and output.

Select to notify user via e-mail, phone, or cell 
phone.

Press this button,
the other camera 
setting will follow 
this camera 

Select to record video 
from each camera

★ The wording on camera becomes red if motion is detected.

★ The sensitivity value need to be adjusted to an optimal condition according the environment.

★ Recommended use external Rock Voice modem as the alert voice modem.

★ Enable event recording when event trigger only when you enable “Video Clip” and enable 
“Recording” in “System setting”à “Notification type of event trigger”.
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1. Voice modem has to be connected and driver has to be installed.
2. Modem type has to be indicated in “Other Setting” (refer to page 36)
3. Phone or Mobile phone has to be enable in “motion detect setting section” or 

“Sensor setting section” (refer to page 37). 
4. Recording wave files as 8K format and 16 bit mono.
5. Rename  the wave files to prompt.wav
6. Save prompt.wav to C:\powerview\bin\sound\ (replace with the older notifyManu)
7. Enable "Play Sound“. Click "Browse" and choose "NotifyMenu.wav" under 

"C:\powerview\bin\Sounds" directory, and then click open (refer to page 37).
It will play notifyMenu.wav and  Prompt.wav to phone/mobile phone 
automatically when event trigger.

You can hear the default wave file first on phone notification, if you want to hear 
the wave file made by you. Please press any one of 1-9 button on the phone to hear 
it and press “#” to stop.

Note: If you want to send particular your own voice or sound to phone or mobile phone 
when event trigger, please follow the following steps .

If you select “e-mail notification” and want to attach a video file with email when event 
is triggerred, please ask the seller to add this function (by using  PVAdmin to change).

please install (Codec) software in client PC before you watching the attach 
video file from email. (Codec is under CD directory:\ tools\codec\)
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7.6 Sensor settings

Click on [Sensor settings] to show following:

Input the alarm title

Select matching 
camera

★Work only when I/O card and sensor are installed.

★Matching camera is needed  for each sensor. When something is detected by sensor, 
camera is functioned to support the sensor.

NC：Normal Close
NO：Normal Open

Start the function

Select the wav. file 
that will be sent to 
the user.

Select the digital 
input and output.

The alarm will be 
triggered after the 
sensor is triggered 
continuously for # 
seconds

Select the user that will be notified after the alarm is triggered.

★ NC/NO: Use at the set up of I/O connection. NO indicate OPEN(1), NC indicate 
CLOSE(0)

★ Able to record wav.file by your own.

Press this button,
the other camera 
setting will follow 
this camera Select Camera

Select to record 
video from each 
camera
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7.7 Backup settings

7.1.1  Backup setting function(1): Auto Backup

Select to enable the 
backup function

Select the  Camera 
you want to backup

Click browser 
icon to save 
backup file

Setup start date and time, 
system will auto timer 
backup.Click alarm or E-

mail to Select 
notification type

Write messages 
you want to notify

Safe storage: you need 
to set the reserved space 

Select the user that 
will be notified

Click on [Backup settings] to show following:

Note! 

üStorage devices: Only external usb hard drives were used as storage 
devices.

üSafe Storage :The minimum available hard disk space can not be set as 
0MB. A parameter “Reserved Space” are being used for disk space 
utilization, and the minimum value is 500 MB.
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Click                      to show following:

Click browser icon to 
save backup file

Select to backup in CD burning 
( need Nero - Burning Rom 
5.5.8.2 or later )

Safe storage: you need 
to set the reserved space 

Click quick table to select 
start date/time and end  
date/time

Video backup function

7.1.2   Backup function(2) – Manual Backup

Note! 

üStorage devices: Only external usb hard drives were used as storage devices.

üSafe Storage :The minimum available hard disk space can not be set as 0MB. A 
parameter “Reserved Space” are being used for disk space utilization, and the 
minimum value is 500 MB.
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7.8 Other settings

Click on “other settings” to setup for other options.

Preset outgoing mail 
address

Select the Modem 
model.

Select the P/T/Z device and make setting

Select this item to 
enable the Remote
surveillance 
function by IE.
You can modify the 
port number if the 
port 80 is occupied. 

(Modem setup and 
settings, please see 
7.7.1)
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7.8.1 Modem Setup and Settings

Step 1 : plug the modem card on mother board 

Step 2 : Do not use the default  driver of  the windows automatically given , please 
reinstall driver from modem CD pack 。

Step 3 : After installation, go to  "Other setting" in Powerview "Setting“ and select  

the modem type in modem setting.

Note:

1.It’s a must to install the modern card, modem on mother board 
is not supported.

2.Please  install original driver of modern

3.Please use modem with ES or Motorola chipset on board
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Step 4 : After select the modem type, choose "Motion Detect Setting". Block the 
area you want to detect and click "enable“ (this means enable this motion 
detect function), make sure the schedule is in right schedule. 

Step 5 : Enable "Play Sound“. Click "Browse" and choose "NotifyMenu.wav" under 
"C:\powerview\bin\Sounds" directory, and then click open. You will see that 
file "NotifyMenu.wav" appear on the right hang side of "Browse.." button.

Step 6 : Enable "Phone" or "Mobile phone", and make sure which user you are 
choosing.

Step 7 : go to "User Setting“ and then key in the phone/mobile phone number 
(make sure which user you chose  just now).

Step 8 : go to "System Setting", enable "Phone" (make sure the schedule is in 
right schedule). Done…
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8. Remote Surveillance ---- Internet Browser (IE) Mode
You can see the real time image by IE through internet, it means you can use any computer 
connect to the web site to see the recording host’s real time images.

A. Enable the Web Server function
In the setting function of local recording server, select [other setting], enable the [Web 
Server ] setting,

B. Authority setting
Step 1: [Setting] à [Camera setting]，select the remote surveillance and remote playback 

function of each camera.. 

8.1 Recording server setting
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A. Before connecting, open IE browser, select [tools] à [Internet Option]à
[Security], change the [security level for this zone] to Low.

B. Key in the IP address of local recording server, and connect to the web page.
C. The screen below will pop up, ask you to install and run the OCX, press [Yes].

Step 2 : [Setting] à [User setting], select the remote authority of each user for each 
camera.

B. Network and IP confirmation
Make sure you have assigned a IP address to this computer, and the network function work 
normally.

8.2 Star to connect by IE

C. Stop [ Messenger] service
Go to [Control panel] à[ System management tools]à [service]，stop the Messenger function 
to avoid receiving some useless e-mail.
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D. Input the username and password that is the same as the username and  password of the
local recording server .

E. Select the camera to connect.

F. Double click the image to enlarge the screen in 1 split mode.

F. Able to do P/T/Z control in 1 split mode.

Double click to 
enlarge the screen
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One screen remote viewing:
◎Operation Steps:
A. Input the username and password that is the same as the username and    

password of the local recording server .
B. Select 1 split mode.
C. Select the camera to connect.
D. P/T/Z operation: Able to do P/T/Z control in 1 split mode. (need to set up 

speed dome, please go to PTZ setting section) 
E. Save as video files: click         to save as an. avi file or click       snapshot 

button to save as .bmp or .jpg

This area is function 
control section. You 
can select screen 
split modes, e-map  , 
remote playback and 
remote setting.

select  which camera you want to control

Step A

Step B

Step C

Step D

Step E

8.3 IE Remote Viewing 

One Screen split , able to do PTZ control function
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16 screen split

4 split 、9 split、16 split remote viewing
◎Operation steps:
A. Input the username and password that is the same as the username and    

password of the local recording server . (default username is 
administrator, password is 1234).

B. Select screen split mode.
C. Select the camera to connect the video.

4 screen split

Able to adjust each screen 
location of cameras.

Step C

Step A

Step B

4 screen split. Click page to switch 
the page
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8.4 IE Remote viewing- e-map
8.4.1 e-map setting

B. Open a new file. Then enter the file name and save path（suggest to save 
under c:\powerview\bin）

C. Move the mouse cursor to the bottom “MAP” and click the right mouse 
bottom. Select  “new” to create a new map . Able to change the default 
map name and path. 

◎Operation steps
A. Execute VideoMap.exe (under C:\PowerView\Bin)
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D. Press on the tool bar to create a new camera and change Video properties.

Input the map name

Select the map path

Make sure and press OK

Camera name

Camera port

Camera direction
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H. Click         to save the e-map, in case you can modify the e-map next time

G. When you finish setting ，press         to transfer the map to http format.

E. Press and hold mouse cursor and drag camera to map 
F. You also can move the cursor on        , and click the right mouse button to 
delete the cameras
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click the camera button to view 
live video

Screen split 
mode

Function control 
section 

8.4.2 e-map Viewing
A. Enter the IP address and than click the “e-map” button. 
B. It will pop up the Video after you click         cameras button.

8.5 IE Remote Playback 
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，

8.6 IE Remote Setting

Enter username and password( default is administrator and 1234) ，please notice 
that only the administrator can do remote setting function 
◎Operation steps:
A. Click            the connection button
B.Go to the function page you want to set (please see chapter 7 )。
C. press       save button to finish the setting.

B. Enter username and password,  and than press          button to contacting states  

E. Save function: please press         pause button first than press        save button
( Please see chapter 5.5)

b. Search by slid -bar :move the mouse cursor to the search slide-bar, and press 
and hold the left mouse button to drag the slide-bar to search.

C. Select screen split mode
D. Playback search mode  
a. Search by date/time : after pressing          pause button before search, and 

press            search button to select the year, month, day, hour and minute 
you want and than press          play button.    

◎ Operation Steps:

A. After IE connecting, click               button to do remote playback  
Please make sure that user should have the remote playback authority 
to do this functio.
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9. Remote Surveillance ---- RX Mode

Input the correct username and password(default username is administrator, password is 
1234). And press [OK] to show following screen, and you need to setup the settings before 
connect with the local recording server.

Press to connect

Searching  the video 
from the recording 
server

Setup the user, 
network and 
sequence settings.

Note: If operating system of client side PC is Windows  98SE or Windows 2000. Before 
you install POWER VIEW RX program, please upgrade the system to Direct-X8.1 
first. (there is a DirectX81 folder on software CD )

Press to enable 
remote Pan/Tilt 
function

If you would like to connect the surveillance from remote computer through Internet 
or LAN, you need to install the the [Power View RX] program. After the installation 
is finished, you can start to setup and connect.
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9.1 Remote computer (client) settings

When the system is disconnected, Click                          and select [Local] to setup 
the local computer settings.

9.1.1 Remote Computer (client) User Settings

Click user settings to setup user profile. You can setup up to 5 user’s username, 
password and authority.

User Login:
You can setup up to 5 
usernames and 
passwords.
Please enter user’s name 
and password same as 
the server system.

User Profile:
When the event is 
triggered, it will send 
message to the telephone 
or e-mail address.

Authority Settings:
Supervisor can perform set up, monitor, and searching function, 
etc. Others cannot perform set up function. 



49

9.1.2 Network settings

Click network settings to setup the IP address and group that you want to connect. 

You can connect different IP address at the same time, and also can combine 

different camera into a group.

1. Input video server name 
and IP address, and press 
[Add].

2. Select the video sever 
and camera you want to 
connect, and press [Add].

3. Input the group name and
press [Modify] button to change
the group name.

You can key in 
Domain name here 
to support dynamic 
IP( please apply for 
domain name first)
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1.Input the sequence time

4.Select the sequence
camera in each 
page.

Set the sequence time and camera in each split. After setting is finished, select the split 
screen and press sequence button.

2.Select the split screen 
you want to set

3.Add or delete
the sequence 
page in each
split. 

9.1.3 Sequence settings
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9.2 Recording server setting from remote computer

Setup menu will appear after connecting. Now user is able to setup function needed
for recording host from remote computers.

When the system is disconnected, Click                          and select the recording 

server you want to connect, press [option] to input the ID and password of recording 
server.
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9.3 Connecting

Press [connect] button to show following screen. Choose the connecting group you set
previously, press [option] to input ID and password , then press [connect] to continue.

When you connect to the group successfully, the camera’s images that you selected will
show on the screen. Therefore, you can monitor the recorded image through remotes.



53

9.4 Remote Playback

Click on                                   when not connected. Choose the recording server you want 
to connect.

Following searching images will appear after connecting. You are now able to retrieve 
historical images recorded by the remotes from recording server.

※Functions and use of remote playback is the same as server system. 
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10. TOOLS

There are eight programs in the TOOLS:

9.1 DBRebuilder：
The database rebuilding program. If the [tape] file is damaged, you can use this program to 
rebuild the database. If you want to copy the [tape] file to other computer to see the 
historical recording data, you have to rebuild the database of [tape] file in other computer 
and playback by the [CapPlayer] program. 

9.2 CapPlayer：
You can use this program to playback the [tape] file individually, but the file has to be 
transferred by [DBRebuilder].

9.3 EventCenter：
Reference to page 24,25.

9.4 DIPReg：
If the IP address of your computer is dynamic. Install this program in the local recording 
computer, and apply a registry name from distributor, this program will connect to our 
server, then we will know the IP of this computer.

9.5 IPRetriever：
Install in the remote computer to query the IP address.
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10.6 Wmauth:
Water mark authentication program.

Open the picture (bmp) you want to authenticate, then press [watermark]. 
If the picture is tempered, it will be detected.
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10.7 PVAdmin
This is the administrator management program.

Username: innovapv3000      Password: 886225006119

Company Configuration:
Allow to enter company information and change logo.

How to change logo :

Press [Browse] button, select the logo file(122*72 pixel) you want to replace, then the 
new logo will replace the old logo.
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DVR Basic Configuration

Setting the number of user, up to 
15 users.

Setting the number of camera

Each default recording file is 5 
minutes. You can change the 
time of each recording file.Select this function to attach video file when 

sending e-mail. 

DVR Advanced Configuration

The frequency of motion detection 
per second

The frequency of sensor detection 
per second

The number of events you 
want to reserve.

The time of event recording 
(before event triggered and after 
event triggered)  

The frames of remote view per 
second.

You can change the resolution by each device (chip).

Note：PVWK-5004：one chip in a card for 4  cameras.

PVWIK-7008：4 chip in a card for 8 cameras.

PVMIK-3004：4 chip in a card for 4 cameras.
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11. Uninstall Procedure
When you start up the Power View program, and background color is not blue. It 
means the installation of the driver isn’t successful, or the hardware of the computer is 
not compatible with the video capture card. Please reinstall the driver or check the 
specification of the computer, and make sure the specification of computer is consist 
with the hardware reference. The following uninstall steps is needed before you 
reinstall the driver: 

Windows 2000/XP

1. Select 「My computer」→「Tools」→「Folder options」→「View」→
select  □ Show hidden files and folders→ press「OK」.

2. Delete all OEM files in C:\WINNT\ inf .

3. Delete [argus] files in C:\WINNT\ system32\drivers

4. Select「Control Panel」→「System」→「Hardware」→「Device Manager」,
delete all AUDIO and VIDEO files in「Sound, video and game controllers」. 

5. Reinstall the driver and restart the computer. 

Windows 98 Second Edition

1. The same as the step1 of Windows 2000/XP.

2. Select「C:\WINDOWS」→「OTHER」→「inf」file.

3. Delete all files in「OTHER」.

4. Select「Control Panel」→「System」→「Hardware」→「Device Manager」,
delete all AUDIO and VIDEO files in「Sound, video and game controllers」. 

5. Reinstall the driver and restart the computer. 


