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Preface

We appreciate you choose our Digital Surveillance System and related products. This
manual provides detailed instructions for operating and setup procedures. Before
installation, become familiar with the special features and warnings associated with this
equipment. Once the installation is completed, save this for future reference.

FCC Compliance Statement
This product has been tested and found to comply with limits for a Class B digital device,
pursuant to part 15 of the FCC rules. These limits are designed to provide reasonable
protection against harmful interference in residential installations. This equipment may
radiate radio frequency energy, and if not installed and used in accordance with the
instructions, may cause harmful interface to radio communications. However, there is no
guarantee that interface will not occur in a particular installation. If this equipment does
cause interference to radio or television equipment reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct the interference by
one or more of the following measures:

% Reorient or relocate the receiving antenna.

% Move the equipment away from the receiver.

s Plug the equipment into an outlet on a circuit different from that to which the
receiver is connected.

sk Consult the dealer or the experienced radio/television technician for additional
suggestions.

© Windows 98SE/2000/XP is registered trademarks of Microsoft Corporation.
© Other product names mentioned herein are used for identification purposes only and may
be trademarks and/or registered trademarks of their respective companies.




1.1 System Requirements

DVR Kits
Model Number

CPU
MotherBoard

VGA

RAM
Ethernet card
DirectX

HDD

0N

Power Supply

PV-600 ( under16 ports) PV-600 (24 ports)
PV-800 (under16 ports ) PV-900
PV-2000
PV-2100

Intel P4 2.8GHz or above Intel P4 2.8GHz or above
Intel 845 or 865 Chip Intel 845 or 865 chip

Geforce FX-5200 128MB or R | Geforce FX-5200 128MB or Ra
adeou 9200 128MB above deou 9200 128MB above

256MB or above 256 MB or above

Ethernet card

DirectX8.0 or above ( software CD enclosed )

General recording quality is 7 kbs. If you connect 4 cameras and
record 4 FPS 24 hours a day, it will take 9.3GB HDD space. 80 G
B HDD for long time recording is recommend.

Windows XP, Windows2000, Window XP Embedded

One HDD-250W

Two to Three HDD-300W
Three to Four HDD-350W
Four to Five HDD-400W
Five to six or above—-460W




1.2 Driver and Softwar e | nstallation

Driver Installation :

After log into the Windows, the system will search the driver. Put the CD into the CD-ROM
drive and select [Specify a location], press [Browse] to search the [DRIVER] filein the CD,
then you can start to install the driver.

Power View Program Installation :
The following picture will appear when the CD is put into the CD-ROM drive, then you can
start to install the program.

PowerView3000 Sefup
DirectX8.1 Setup
TOOLS

Kemouve

EXIT




Power View Main Program I nstallation :
Press [Power View Setup], select the local recording and remote program.

FVEAR Seres
FVE00 Sewips

PVl Sewins

Potper Vign conder

Software Version introduction:

A. Choose the ingtallation Version: PV-600 series, PV-800 series or PV-900 series

B. For example: PV-600-M (M peg4, software compression), PV-600-J(Mjpg version), PV-600A-
M (audio and Mpeg4 version), PV-600A-J(audio and Mjpg Version)

C. Power Center isthe remote view and control software

Direct X Installation :
Press [DirectX8.1Setup] to install DirectX program.( This program hasto be installed in local and
remote computer)
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2.Power View Overview

This Chapter is in connection with Main Program Function and Remote
Surveillance Function of Power View.

2.1. Main Program Function

Main functions of Power View include Recording Mode, Screen saver mode,
Pan/Tilt Mode, Playback mode (triggered by time, triggered by events),
and Setting Mode. Descriptions as following:

A.Recording Mode (Main Screen) :

Recording mode is the main screen that will appear after start-up process.
The screen consists several sections: Image display section, Status display
section, Function control section, and Screen split section

B. Screen saver

This function prevents unauthorized to enter the system. You can use a valid
user ID and password to re-login the system.

C. Pan/Tilt Mode

It Works only when the pan-tilt devices or speed dome is connected. You can
change the direction , focus and room in and out functions of cameras.

D. Playback Mode

Playback Mode can be triggered by events or times. The video player is
designed to playback all recorded videos simultaneously, it means all videos of
cameras can be searched and displayed simultaneously, and the images can
be enlarged and printed

E. Setting Mode

It is able to perform setup for system, users, camera, sequences, motion
detection, sensors, backup and other settings.

2.2 Remote Surveillance Function

A. internet browser (IE) Mode

You can see the real time image by IE through internet, it means you
can use any computer connect to the web site to see the recording host’s
real time images.

B. RX Mode

You need to install the [Power View RX] program to connect the
surveillance from remote computer through Internet or LAN. After the
installation is finished, you can start to setup and connect.
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3. Recording M ode(M ain Screen)

This screen is the main screen that will appear after start-up process. The system preset it as
recording mode(default usernameisadministrator, password is 1234).
The screen consists several sections:

Image display —; =Y
section =h
PRENSI. Function control
o — section

Screen split section

!' I Note
1. After ingtallation, need to input the default username and password to log on.
(username: administrator, password: 1234).
2. If you want to auto log on the system after restart, need to set save password in the
system settings.(refer to setting mode)

3.1 Image display section

(1) The images of cameras are displayed on the image display section, and this area can be
divided into full screen, 1-screen, 4-screen, 9-screen, 10-screen, 13-screen, 16-screen,
17-screen and sequence.

(2) The camera name and time will show at the upper left corner of each split picture.

User can change the camera name freely.




3. 2 Status display section

<+— Current date/time

Don’t doubleclick Event

sear ch: click hereto search Used hard disk capacity
video by events _— o Alarm off: click hereto stop
- — the alarm of video loss
Video Backup: Manual —»f il =] | v
Backup
Y Note:

Used hard disk capacity: User can set up circular recording. System will start circular
recording function when reached the preset minimum available hard disk space.However,
the minimum available hard disk space can not be set as OMB.

A parameter “Reserved Space” are being used for disk space utilization, and the minimum
value is 500 MB.

L©u | Alarm off function

N When video loss, it will trigger the alarm. Please login user name
and password to turn off the alarm.

10



3. 3 Function control section

SCreen Saver

s __Pah.rTilt'

:-!__Playhack

i setting

(1)  Screen saver: Screen saver shows when the button is clicked. Y ou need to input us
ername and password to login again to prevent others entering system.

2 Pan/Tilt: press this button to start up pan/tilt function.

3 Playback: Press this button to playback screen to perform click searching and play
back function.

4 Setting: Press this button to jump to setting functions,

3. 4 Screen split section

Snapshat

MM

Press the button Log out the system Screen split button
to snapshot

Full Screen button

10 split button : Double click at the smaller split, the
image will display at the upper big split

13 split button : Double click at the smaller split, the
image will display at the central big split

17 split button : Double click at the smaller split, the
image will display at the central big split

Sequence button : First, pressthe 1, 4 or 9 split button,
then press the sequence button (refer to the setup function)

Y Note: Click right button of the mouse on theimage display section to
choose a different page.

Y Snapshot function: Pressthe camera No. to quickly save the picture of
camera in C:\power view\bin\snapshot.

11




4. Screen saver and Pan/Tilt Mode

Screen saver shows when press [(ESEISECET button.
A valid user ID and password is required to re-login the system. This function prevents
unauthorized to enter the system.

Power View Screen Saver

Click o enlar

-
ﬁ Please enter aser's namse and pessword bs log in m
User name: [mmm.m 1-| -I

Exdv
Pasdawned: r Keyboasd I

Press E‘ to start up Par/Tilt function. (Works only when the pan-tilt

devices or speed dome is connected.).

s - Drag the slide-bar

e —

= —l,_._ 1o | o [P SSSS—— (0 adjust P/T speed

12
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Press up, down, left and right button to change the direction of camera, press

again to stop. Press [AUTO] button to pan the camera automatically.

Press [+][ —] button to change the focus of camera, press [AUTO] button to focus camera automatically.

Press [+][ —] button zoom in and zoom out.

How to make pre-position function :
1. Adjust the camerato the direction you want to preset.
2. Press[SET] button, screenl will appear, choose one pre-position (for example: pre-positionl).

3. Press 1 (screen 2) then the camerawill turn to the direction set at step 1.

Pre-Posinon

{ |

Position 1

I

Position 2 =
Position 3
Paosition 4

L

Position 5
Pasition &

— e y—

Pasition 7
Pasition &

THIC

Paosition 9
Pasition 10 Screen 2
Position 11 =

Paosition 12 .
Position 15
Pasition 14
Paosition 15
Pasition 16

Screenl

13



5. Playback M ode- triggered by time

e RSOl <— Current time/date

<+— Status display

cooas ) 07:11:58,

s [
1

For PV-2000 series
S (H.264) only:

il “— Press here to sdect the
audio channel you need.

S“di':”? 9‘;””0' Start End screen dividing T (. Return to
arTOrvideo  ime time buttons Print main screen
search
Current
time Save
5.1 Playback

The video player is designed to playback all recorded videos simultaneously, it means
all videos of cameras can be searched and displayed simultaneously, and the images
can be enlarged and printed.

Pause
Play<— 11 ¥ r ]— Stop
— e —

1.Click this button to play the--- Rewind Fast forward--- 1. Click this button to fast

current video backwards at forward the current playing

2X speed video at 2X speed
2.Click again for 4X speed Previous Next 2.Click again for 4X speed
3.Click again for 6X speed frame frame 3.Click again for 6X speed
4.Click again for 8X speed 4.Click again for 8X speed
5.Click again for 10X speed 5.Click again for 10X speed
6.Click again to resume normal 6.Click again to resume normal

playback playback

14



5.2 Video playback by dslide-bar
Use the slide-bar to search historical video.

02/12/31
14:35:49

Start Current End
date/time date/time dateltime
OTips.
A. Move the mouse cursor to the search slide-bar, and press and hold the left mouse
button to search.
= ]

N

B. Drag the slide-bar to the date/time you want to search, and the video of the date/time
will be showed on the screen.

Video Zoom In:

In playback mode, you can
move mouse cursor to do
Video Zoom In/Out
function directly.

Operation Steps:
1. Move mouse cursor to the split
screen that you want to zoom

inand click right mouse button,
then it will show thelist table.

2. Sdect “Zoomin”

3. click left mouse button to
“Zoom In”, and click right
button to “Zoom Out™.

15



5.3 Searching video by date/time

Input date and time into date and time searching section to get needed.

i in

A 5 3 | minute

Year

| e |

Cuiic

OTips.

A. Before you input date/time, make sure the video player is not playing . If it is playing,
press the stop button or pause button.

B. Using button to adjust the year, month, day, hour and minute you want.

C. Press play button ~ , toplay video images.

D. If there have no recording data for the time you want, following screen will appear.
Please input another date/time and try again.

o

& Find Fail

E. If recording data is available for the time you want, the image will display on the screen.

16
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5.4 Smart Sear ch

In Playback mode, Smart Search allow you to search archives for incidents. Y ou can
mark a grid or area of video where the incident occurred, them perform a Smart
Search and anything that happened In that area will show up without having to view
hours of footage for no reason .

Sdect acamera

mark a grid or area of video

—— Clear the area you set

| Adjust Sensitivity of motion detection. The
lower the number the higher the sensitivity.

Height Low
Li 1! Tine 2N 10E 143315
==
Y v —Ppase
Play Search

Operation Steps:

1.Go to playback mode and choose the date and time you want to search. You can
search time by using slide-bar or input date and time into date and time searching
section to get needed. Note!! Before you input date/time, make sure the video player

isnot playing . If it is playing, press the stop button or pause button.

2.Press button m to get in Smart Search mode.

3.Select camera you want to search.

4.Press and hold the left mouse button to mark agrid or area of video.

5.Adjust the sensitivity of motion detection.

6.Press button E » and start searching. When the sensitivity of detection over the
setting number, the video image will stop on this moving video. Press T] button to
see the moving video. If you want to go on searching, press E button again.

7.1f you search images in the half and want to play images back, please press button

“OK” to go back to playback mode by using slide-bar to search time you want.

17



5.5 Save
The video image can be saved as BMP, JPG and AV files.

OTips.
A. Press button, “Select camera” dialogue box will pop up on the screen..

Select camera x|

& Image file " recording file

Please select camera

ID ID -
1 CCDo
(€] CCDz
4 cCcpd
] CCD4
=] CCD5S
7 CCDa ;I

select Dnel select alll cansel |

B. If you want to save the video images as photograph, you have to select [Image fil€].

C. Select the [camera I D] you want to save and press [select one] to save the picture of
certain camera, or [select all] to save all video images. ( The image can be saved as
.bmp or .jpg file))

foutput

D. If you want to save the video images as AVI file, you have to select [Video filg].

sclect camera =l

 lmage file ® Wides file

Please sebect camera Gtar

D Keme _ al || gz =
1 ccna BO5: 16 PM =
3 CCns

L CCDE

5 oCo? End

6 ccon [anigws =
[ ooy = nig .
e il BT3P —

| Beleet Cancel I

E. Adjust the Start date/time and End date/time, and select camera ID, then presg] select one]

to save as AVI file.

F. CD Burning : When you save filesas AV, you also can use CD burning function. Only
when set up CD-RW, it will show “CD Burning” item.

18
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5.6 Print

Once the desired image appears on the image display section, press the [pause] button
to print the image.(Make sure the printer is connected)

OTips.
A. Press g button, and following screen will appear.

Select camera 4 x|

{¢ Image file { recording file

Please select camera

ID ID -
1 2CDo
z ZCDL
4 2203
a [afadnl:]
3] [l g i}
7 e oS LI
select one zelect all cancel |

B. If you want to print out all image of all cameras, press [select all].

C. If only need image of certain camera, select cameralD, and press [select one] to print
the image of certain camera

Select camera x|

* Image file " recording file

Please select camera

In In -
1 [s{e3nln]
z ZCD1
4 oCD3
5 ZCD4
G CCD5
7 ZCDa LI

select Dnel select alll cancel |

5.7 Exit (Return to main screen)

Press f e | to return to the main screen of recording.

19



6. Playback Mode(2) — triggered by events

Don’t double click Event Search:
one click here to search video by
event.

= <— Event triggered list

Click on event wanted
«— and click twice on | eft
button of mouse to
start playing Event
triggered List

Search events by time,
event type and camera

T T_ Return to recording

Doubleclick to Print screen

enlarge the screen Previous Next

frame frame Save
Play

% Default event list up to 500 events, ask the seller to add more event list.

% Default event recording timeis 13 seconds for each event, ask the seller change the pre
and post alarm recording time.

% Pre-alarm recording: each event allows to be recorded images for 1-10 seconds before
the event is triggered.

% Need to have motion detection or alarm set up function to enable the workability of
event recording

20
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7. Setting Mode

Press w button to enter the setup screen, it is able to perform setup for system,

users, camera, sequences, motion detection, sensors and other settings.

7.1 System settings

Click on system settings to show the following screen:

T x|
HPa Motion detect settings | Sensor sattings | Other settings I
ChOO% thls Item System Setlings : | Liser seltings I Camera settings | Squences setiing I
toaUtO IOgIn Wlth —» Save Paseword = User ,W‘ The betta’ com-
this username and Comprassing gquality © Narral | Best iTD— — pron qua] |ty
pmord_ Recording sumounding settings you Sel eCt the Vi deo
Storage location and safe storage: FC I‘Il:l F D MEBE |mage |S Cleara’, bUt
PE [0 e ;— |—- B theimage size is

larger

Natification types of event triggerad :
I~ E-Mail = | r P S NEE

™ Phone = | [¥ Recording =

Wt intarel e Theinterval of
Alarm warning

Clear data and record again: Clear.. |
=

oK | Cancel [

Press this button and input password: 1234
to delete normal or event recording file

% The default recording mode is [regular recording mode]:

A separate process for deletion will be started automatically to delete the oldest
files, when all the selected hard drives’ available space is lower than the “Reserved

Space” value.

21
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[ Storage location and safe storage }
The system will detect the available hard disk drives from C: to G:,you can choose what disk
drive you want to save, and the video image will start to be saved from C:. But you need to
set the reserved space of each drive(at least 500 MB).

g mmem ey ey

storage location and safe storage: Fcl500 wmerpld ME
|_E|f-= Mg I F |O MB [ |0 =

[ Notifying types of event triggered ]

Matification types of event triggered
I E-Mail :|| r P =|| -
I Phone = I i Racarding El |

1. Select [ phong] : the system will dial out with voice message when the event is triggered.

2. Select [recording]: the image will be saved in event video files when the event istriggered.
S0 you need to search the event image in the event player (press m button).

3. Select [e-mail]: the system will send e-mail (without image) to users when the event is
triggered. But you need to set the “mail server” in the [other] setup item. (If you want to
receive the e-mail attached image, please contact the distributor to setup)

4. Select [IP]: Select 1P and input the | P address. When the event is triggered, the triggered
image will be sent to the IP address until the message is verified.

[ Schedule setting]
Press & | button to setup the schedule of the upper event notification.

- Make aschedule : move the mouse to the up or down side of the schedule bar,

change the schedule time when the arrowhead appear.
- Remove the schedule bar : move the mouse over the schedule bar, left click mouse and dra
g the schedule bar out of the zone.

TERA LT SHAR

EWHE ZE— £ EE= £ ZEE 2
. S = E= = - =
e an
s ani
e s o am
A e 1ThdSm I
P aa 1o ane
e .
e e
e e
. e e o e o 0
| a0 w o BB | o - . 12000 W 12 e
|
weuane|  [EwE = = [EmE -] R 18
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{ Event Center Function)
Event Center is a program which is attached to the disk, when the event is triggered in the local
computer, the remote computer will be connected and receive the images continuously . The
difference between Event Center and Remote Surveillance Software is that the Remote
Surveillance Software need to be connected continuously and including more functions.
But the Event Center is easier than the Remote Surveillance Software. The Event Center don’t
need to be continuously connected and the icon can be reduced and hidden in the status bar of
windows desktop. Only when the event is triggered, the remote computer will pop up the screen.
The setting procedure is as below:

Stepl:

Y ou have to know the IP address of local machine and remote computer. In the main
screen of local machine, press [setup] & [system setup] & [event triggered notification],
select [IP], and input the IP address of remote computer, press [OK].

Motifying types of event triggered:

|- E-Mail p P 25 .29 .25 .25

[~ Phone ¥ Recording

Step2:

Put the disk into the CD-ROM drive of the remote computer, go to [Tools|&
[Event Center], and install [Event Center] program. Run this program and following
screen will appear:

1=1EY
N N
Jetup  Disconnect Tray

Server Name Server P | Caonnected Senver | cCD |

N

23
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Step3:

Press [setup] to setup the settings. Select [No.], and input the I P address, username and
password of local machine, then press [OK].

-l
‘ A S ol

Setup

<o Ceerver Setup

i NO - |1 -]

Server Name : |pv-m8

CCD |

ey TP I 0 .1 . 1 .55

User I IuserO

Uzer PW I****

ok | S

Step4:

After finishing the settings, press to put the [Event Center] into the status bar
of windows desktop, once the event is triggered, it will pop up the image until the user
close the screen.

|5<§J'@ & HH M) L ouss

o] | @A | o [ (REE A e

24
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7.2 User settings

Click on [User settings] to show following screen. Set information for each user.

Bewp x|
Motion detect sellings | Sunsor sellings | Other settings |
System Sattings User settings | Carnera sallings | Squences selling
user i — M=) User Logon:
Y ou can setup username

Marme - Adrministrator N and p ()rd

Password : b ¢ ’

E-himl |

Phone : User Profile:

When the event is
triggered, it will send
Autharity seftings message to the telephone

Iabile phane |

Authorty & % Superisor

L1

112 13 ] [5 [6 |7 [8 [ [w]n]2[13]14]15]%] or e-mail address.

Surveillance FFFFFFFFFFFFFFFIF H
visor for

FPlayback FWFWP-P“FFT;FFFF’MFP.{; SUpe’wcanpe’o
P FFFFIFFFFFFFRFFFFF m set up, monitor, and
Remote Sunellance | F F F|[F FFFFFFFFFFF searching function, etc.
et ] (Ul el Gl el il il Others cannot perform

v v v v el callica .
Remate PTZ 5l ol ol L el B Gl A i set up function

Select all Clear All
ok | cancel |
v

Authority Settings:
Each user can do settings for each camera (1-16).

25



7.3 Camer a settings
Click on“Camera Settings” to show following screen:
. Press this button,
EMEE—— x
— _ ] B | S | the other camera
otion detect seltings ensor setlings ther seftings . .
System Setlings ] User gattings Camera settings = i Sa“ ng WI ” fOI I ow
Selectcamera ___y ... [ ) this camera
Naorral Seltings
. Camiera position; cCo3 < Edit the location
Seectthesizeand . 5 LT of camera
COI or Of the t@(t fontS Taxt color  While ~ Blue  Yellow Tee. A e
. .. e Wideo format |
Click thisitem to [l e v :
-  NTSC  PAL
mabl e the camera Recording type Selling ..
Frame Rate{fps): Ramate sunaillance = :]_ Ra‘note wrve I I ance
RCIIRUSCN il ]— Eramarsec Remote playback. i and pl ayback |S
cnnllle B e availableif choose
Hus | i
Contrast ; : 127
Brigh } 127
Saturation :

B

Load default | Apply

T

Composition of camera:
Set hue, contrast, brightness and saturation of each camera.

[ Frame Rate (fps)]

Normal recording: The same as circular recording, the system will record all the time,
if the disk space is full, system will auto re-cover the oldest video file.
The frames is allowed to changed.

Event recording: Only recording when the event is triggered. The frames is allowed to
changed.

26
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[ Recording type])
% Regular Recording Mode:

When regular recording mode is selected, the recording will keep on by automatically
over writing the oldest files once the storage device(s) is full.

% Event Recording Mode:
« Event recording will be triggered by the alarm inputs or the motion detection.

» Once the alarm is triggered either by the alarm inputs or the motion detection, the
corresponding camera will start recording automatically.

% Mixed Recording Mode: Normal and Event recording Simultaneously.

» We recommend this mode to save hard disk space. You can set a frame rate of normal
recording to low(1 frame) and Event recording rate to higher (5 frames) to save the
hard disk space and faster speed in playback.( need enable motion detection function)

Each recording type can set the schedule.
» A timer isimplemented for scheduled recording.

» Thetimer will start and stop scheduled recording automatically according to your

| npUtS' P T T T =5 B =
W Momal . 1™ Cwent . ™ Mim Al normal record | Cead all |
U nday Monday lussday  SWednesdaw  [hursday 1 ridary Ganrday

| e 1 e [P e e

[ [ [ [ [ [
.z.-u-l:l PRI —aH -} PR —ew - zaH -} e 4
wog 4 e - - e 4

B - BT

oz 4 LHEE omH |- LEET 8

§
]

F S

¥ ¢ i+ £ 2 t B & o
7

. - .
A'Hi o _—
L LT e - v
eu- ere 4 o e
%M wF BT E] BF
Pl e | 1 - ara |- - amu | wre- |
] ’ | 1: A * i (B * T F 1w BE
Linfiy |5u|||]|.ry j [L1] |5u|u]a1r j 1K | Giancel |

- Make a schedule : move the mouse to the up or down side of the schedule bar, change the
schedule time when the arrowhead appear.
- Remove the schedule bar : move the mouse over the schedule bar, left click mouse and

draw the schedule bar out of the zone.
- Duplicate the schedule : Pre-set the schedule of aday, select the time you want to
duplicate, then press the duplicate

27
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7.4 Sequence settings

Set the sequence time and camerain each split. After setting is finished, select the split
screen and press sequence button.

Setup x|
Motion detact seltings | Sensor sellings | Other sellings |
System Settings | User settings | Camera settings Squences satting
Gengral selting
PageDwell: [0 seconds 1.Input the sequence time
& 11 22 ras < 2.Select the split screen
Fages ~ Page conent selings you want to set
Pags & CoOID cooiD
3.Add or delete : A o
3 3
the sequence 3 i | gi 4.Sdlect the seguence
pagein each ; gg camerain each
split. 7 or ¢ I page
: Os
3 0s
10 01
1 (m }F]
12 | 02
13 Del | (m ]
14 | O
;] ¥ O
O
Add page ,ll
Diel page J KN S |

Ok | Cancel
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7.5 Motion detection settings

The motion detection function is designed to automatically detect any activities within
a selected detection area, and to start recording of that camera when activity is detected
inside the detection area.Click on [motion detection]to show the following:

Fs

~ Pressthis button,
& theother camera

Sdect Camera —»

-

Camara 1

ek

Start the function

Ermbied I

Saconds

Sdect thewav. file i [
that will besentto —5 . ..

the user. Yiden Cip

Al W) Cipud

Sdlect to record video
from each camera

1:AdmiriEiratar

Sdect the digital A

Senstwily

Fhoms

Sy slem Stlings | Lbar g9ttings Gamam awling | Setti ng will follow
Mution datact weiing: Sens (Rhar saitngs [ this era

Detection Area Setup:

Glesr Bellings |

A

Simply click on any
spot to sdect grid(s) to
form detection area(s)
of any shapein the
video screen for motion
detection.(Note the
number of detection
areaisunlimited.)

High

i \\ The sensitivity of the
motion detection. The
lower the number the
higher the sensitivity.

I Mabis Phong

Theaarm will be

input and output.

triggered after the

Cocel |

motion detection is
triggered continuously
for # seconds

Sdlect to notify user via e-mail, phone, or cdl

phone.

% Thewording on camera becomes red if motion is detected.

% The sensitivity value need to be adjusted to an optimal condition according the environment.

Y Recommended use external Rock V oice modem as the alert voice modem.

% Enable event recording when event trigger only when you enable “Video Clip” and enable
“Recording” in “System setting”a “Natification type of event trigger”.
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Note: If you want to send particular your own voice or sound to phone or mobile phone
when event trigger, please follow the following steps .

1. Voice modem has to be connected and driver has to be installed.

2. Modem type has to be indicated in “Other Setting” (refer to page 36)

3. Phone or Mobile phone has to be enable in “motion detect setting section” or
“Sensor setting section” (refer to page 37).

4. Recording wave files as 8K format and 16 bit mono.

5. Rename the wave filesto prompt.wav

6. Save prompt.wav to C:\powerview\bin\sound\ (replace with the older notifyManu)

7. Enable "Play Sound*. Click "Browse" and choose "NotifyMenu.wav" under
"C:\powerview\bin\Sounds" directory, and then click open (refer to page 37).
It will play notifyMenu.wav and Prompt.wav to phone/mobile phone
automatically when event trigger.

Y ou can hear the default wave file first on phone notification, if you want to hear
the wave file made by you. Please press any one of 1-9 button on the phone to hear
it and press “#” to stop.

* If you select “e-mail notification” and want to attach a video file with email when event
istriggerred, please ask the seller to add this function (by using PVAdmin to change).

ik please install (Codec) software in client PC before you watching the attach
video file from email. (Codec is under CD directory:\ tools\codec))
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7.6 Sensor settings

Click on [Sensor settings] to show following:

[

Kch oo dalzx 2671z

Twzmant SAlb s

Jzar wall e = | TaraasFTings Sa7 mniFs AL

x| Press this button,

| _the other camera
setting will follow

— ey [ o ) :
Sdect Camera —f—s=p | ! this camera
a1 Eaneal < Input the alarm title
. CUrespre | g sdnerd . | S - 44— .
Start the function R < Select matching
~
I~ Er =t k. I camera

LElay 1na ’ 2ol

Sdect thewav. file

4
that will be sent to

il

the uw- \l HETRE-L |
Seecttorecord ¥ " er

video from each
camera

/ Aairn P2 Ui,

T

b.=Fa aarsrr 2

Theaarm will be
triggered after the
sensor istriggered
continuously for #
seconds

NC : Normal Close
NO : Normal Open

[ R 1y Tl 1 " I Ieal

4

I winkila rrl'I'F

Sdect the digital

input and output. b

Sannel

Sdlect the user that will be notified after the alarm is triggered.

% Work only when I/O card and sensor are installed.

K Matching camerais needed for each sensor. When something is detected by sensor,
camera is functioned to support the sensor.

% NC/NO: Use at the set up of 1/0 connection. NO indicate OPEN(1), NC indicate
CLOSE(0)

% Ableto record wav.file by your own.
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7.7 Backup settings

7.1.1 Backup setting function(1): Auto Backup
Click on [Backup settings] to show following:

Setup Ei
Fystamn Seltmpy [ Liswr sutlings | Camwra setimp Swqumces selimng
Botion deteci setlmgs | Eanzor setlings Backup Sutings Othes setlings Click browser
Select to maplethe +—>Enatied I <~ iconto save
backup function Backup Acime Tims 00 backup file
Backup Fath | Backup &
HEy o Safe storage: you need
Select the Camera I . to set the reserved space
ou want to backupp > """ = t i
y P Baclup Frem | armzond | [loaae - < Setup dl.l date ar_1d time,
. IMntsicaton when need to axchange the rnedla_ SyStem will auto timer
Click dlarmor E- | backup
ma” to Sda:t P batific aion Typz: [ Alem
e . ™ E-Mail  User [1: A o e saa | < Sd ect the user that
notification type Masara* [ will be notified
Write messages
you want to notify
Qi Cancyl
Note!

U Storage devices. Only external usb hard drives were used as storage

devices.

U Safe Storage : The minimum available hard disk space can not be set as
OMB. A parameter “Reserved Space” are being used for disk space
utilization, and the minimum value is 500 MB.
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7.1.2 Backup function(2) — Manual Backup

Click E to show following:

Video Backup

Video backup function—l ol = |

Click quick table to select
dart date/time and end
date/time

Jun Mon Tue Wed Thu Fri Sat

1 2 3
4 3 ] 7 B o 10
11 12 &E» 14 15 16 17

Wideo From : 2004-11-03 1433
To: 2004-11-05 14:53
Baclap Titme
From : 115 352004 j 1455

To: 11/ 32004 -.| PE53 —

Backup Path |

Safe Capacity 1 ME

le g9y 20 21 22 23 24
35 26 7 18 9 3

T Today: 4/19/2004

Click browser icon to

=Y

save backup file

A

v CD Burning |

Baclap

|-

Caticel |

Safe storage: you need
to set the reserved space

— Select to backup in CD burning

( need Nero - Burning Rom
5.5.8.2 or later )

Notel

U Storage devices. Only external usb hard drives were used as storage devices.

U Safe Storage :The minimum available hard disk space can not be set asOMB. A
parameter “Reserved Space” are being used for disk space utilization, and the

minimum value is 500 MB.
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7.8 Other settings

Click on “other settings” to setup for other options.

System Seilings | User setlings | Camera sellings |
Motion detect settings | Eensor settings

~ E-mail setting

Squences setling
Other settings

|
|

SMIP senver: Imsa hinet, el <
Sd a:t th|S Item tO Web Sener sattings odam =setting
enablethe Remote ——®» ¥ Enstle  pot:  [m i =
surveillance
function by II_E. PIT/L settings -
YOLtJ can [)nOdlffi/hthe Cortroler Modal No @ IDYNAC D7720 seiial SpeedDome
ort numboer | e
EOI’t 80 iS OCCUpled Carnect SO ~| Bt per second:  |senn ~| Panty: No -
Diata bats: ] vl Stop bits; 1 | Flow control Mo -
A
Ok, | Canced

Sdlect the P/T/Z device and make setting

Preset outgoing mail
address

Sdect the Modem
model.

(Modem setup and
settings, please see
7.7.1)




7.8.1 Modem Setup and Settings

Step 1 : plug the modem card on mother board

Step 2 : Do not use the default driver of the windows automatically given , please
reinstall driver from modem CD pack -

Step 3 : After installation, go to "Other setting" in Powerview "Setting“ and select

the modem type in modem setting.

Setop |
System Sellings | User sattings | Camera seltings | Sonencas gatling |
Muation detect settings | Sensor sellings Other settings
— E-mail zetting
SMIF sener Imsa hinet. net

‘Web Senver sattings

I~ Enable Podt: [8:3

-PAT/L sattings -

Controder Modal Mo

Connect O «| BA persecond: |oson »| Panly: Ma -
Data bats: A vI Stop bits: i =| Flow controlk: Mo -

Ok | Cancel

Note:

1.It's a must to install the modern card, modem on mother board
is not supported.

2.Please install original driver of modern

3.Please use modem with ES or Motorola chipset on board

35



PYER

Step 4 : After select the modem type, choose "Motion Detect Setting". Block the
area you want to detect and click "enable” (this means enable this motion
detect function), make sure the schedule is in right schedule.

Step 5 : Enable "Play Sound*. Click "Browse" and choose "NotifyMenu.wav" under
"C:\powerview\bin\Sounds" directory, and then click open. You will see that
file "NotifyMenu.wav" appear on the right hang side of "Browse.." button.

Step 6 : Enable "Phone" or "Mobile phone", and make sure which user you are
choosing.
Sysiz, cenngs | Lizar petings Camam sethnges | Samquencar sethng
Whriin detact 2ettivE | Eafaor suilings Dby safings

Camera 1 - ]]__

Clear Batinga

e
High Lo

Oiedary fime Secondy

1
[~ Play aurd
I Wil Clig
21y e g 7T | ene b

eeemeee Wlifyireg e eemeeeee
||Mn'.r.s|.:||:. = T EMul I Phofg I Mohio Phong

0K | '.'!m.l:.el

Step 7 : go to "User Setting® and then key in the phone/mobile phone number
(make sure which user you chose just now).

Step 8 : go to "System Setting", enable "Phone" (make sure the schedule is in
right schedule). Done...

NS = EEEEE———— =

o i el | Seraz mmrgs | [rep— L ety | S peringn | D it

Smee Senega [P P p—— 1 Swesommng | Sydan atling | lan st I Earany v I Eomrruan vedng

e (] T — B e Pr——— B

Hims I.ur-uua- Verpren ey rualip Bowd ————————— | B [0

F— Ii... e e ]

Etul St i L B 18N 1R [-¥ I-:u-_ w oop [

e we [ s r [ mre [

telezeg s

ot mn Iyped of il =i
gy - I g
Pl S e il e ill —
1 2 13 [0 15 2% [T (B 3 [ g o] ; "
= FPFFPFFPFFFPFFFFFPF @ﬂ N |
ETtaa FFFFFFFFPFFFFFFFF
e FFFPFFFFFFFFFFRFFF Wkt i o ] e
Hindlitiralies F F FFFFFFFFFFRFFF [ —— e
Py F FFFFFFFFFFFFFFF
i P FFFFFFFFFFFFFFPFF
Bevci o [Few &3

e R
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8. Remote Surveillance ---- Internet Browser (IE) Mode

Y ou can see the real time image by | E through internet, it means you can use any computer
connect to the web site to see the recording host’s real time images.

8.1 Recording server setting

A. Enable the Web Server function
In the setting function of local recording server, sdect [other setting], enable the[Web

Server | setting,
Betup X
System Selings | User sellings | Camera Seings | Squencas selling |
Mation detect setlings | Sensor settings Other seftings
E-mail 2etting
SMTP zerver imsa hinet. net
‘Web Server saftings hodem setting
I Enable Post: B0 ore j

B. Authority setting
Step 1: [Setting] & [Camera setting] » select the remote surveillance and remote playback
function of each camera..

Eebup 2
Molion detect seltings ] Sensor sellings | Other seltings |
System Sattings | Usger sattings Camera settings | Sguences setting |

Camara Iil‘ i[

Marmal seltings

Camara position: cols
Font size: 26 "i
- Advance sotlings
Text color ~ White & Blue " Yellow
Enabla... =4 Viggo formal :
o s

Recording type Selling ., P e
Franve Rate(fps): Remate suneillance =

Marmal recarding B ]' Frame/Sec Remate playback. i

Event recording a ,t Frame/Sec
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Step 2: [Setting] & [User setting], sdect the remote authority of each user for each

camera.
Setup 2
Motion defect settings | Sensor settings | Ofher settings |
System Settings User sattings | Carmera seltings | Squences selling |
User ID — m
arme - Adrministrator
Passward @ e

E-hail |

Phone ;
Iabile phona |

Authority - L & Supandsar
[~ Authority setfings
1 [2 |3 [4a |5 [6 |7 [& |9 [10]11 [12[13 [14]15 [16 |
Sunveillance F [ [ |F | FFEFE L E RN
Playback FFFFFFFFFFFFFFFPFRF
PTZ FFFFFFFFFFFFFFFF
cemoteSunsilenee (¥ P F F R R FFFFFFFRFRF
Remote Playback FFFFFFFAFFFARFFRFFRFRFF]
Remote PTZ MM FFFFEFEFEFEE R
Select all Clear All

B. Network and IP confirmation
Make sure you have assighed a | P address to this computer, and the network function work
normally.

C. Stop [ Messenger] service
Go to [Control pandl] &[ System management tools|& [service] » stop the Messenger function
to avoid receiving some useless e-mail.

8.2 Star to connect by IE

A. Before connecting, open |E browser, select [tools] & [Internet Option] &
[Security], change the [security level for this zone] to Low.

B. Key in the IP address of local recording server, and connect to the web page.

C. The screen below will pop up, ask you to install and run the OCX, press[Yes|.

The publisher parnol be: delmranesd die b e problemes

S therdinode sgreshLae reol o

v | e ] v |
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D. Input the username and password that is the same as the username and password of the
local recording server .

E. Select the camera to connect.

F. Double click theimage to enlarge the screen in 1 split mode.
F. Ableto do P/T/Z control in 1 split mode.

W RemnkFaw - Mize wil s met Exglun

D WD A SAeEL TAD BAw
Qra-Q HEAG Pow e @ 235 @-OH B

L | @l hee T 00

Doubleclick to
enlarge the screen
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8.3 IE Remote Viewing

BED WHED w0 WOAELD TRD H&H
QtF-Q MEh Owe gram: @ (3-5 = -
B0 L] 1T DL

Jod 3

StepB —»

This area is function
control section. You
can select screen
split modes, e-map ,
remote playback and
remote setting.

Step C  select which camerayou want to control

One Screen split, able to do PTZ control function

One screen remote viewing:

©®QOperation Steps:

A. Input the username and password that is the same as the username and
password of the local recording server .

B. Select 1 split mode.

C. Select the camera to connect.

D. PIT/Z operation: Able to do P/T/Z control in 1 split mode. (need to set up
speed dome, please go to PTZ setting section)

E. Save as video files: click [l to save as an. avi file or click [l snapshot
button to save as .bmp or .jpg

s [ Ny Do Hodem S [ 5 Mp Dumeres S0

i e e bk

ol Wiy Pctures oM s

T s [0 =
S g (04 Flen [ ] | Concel | Gawe o [Jpap P el = Coraal




4 split , 9 split, 16 split remote viewing

e©QOperation steps:

A. Input the username and password that is the same as the username and
password of the local recording server . (default username is
administrator, password is 1234).

B. Select screen split mode.

C. Sele th camera to connect the video.

WED BHED WA WRYL TR A
Gtr-0 A Se e @ 3-0 8- 00 S
| e i T 00 07 *

-

4sreen it C P [ apBg g T Yy fged > +— Sten C
- 4 14 . n o

Ableto adjust each screen
location of cameras.

et

'MI
CCD‘;‘(- 06111z 5"‘

4 screen split. Click page to switch
the page

B St View - Micswmil Tesrees Eeplores

EED UME ®A5 RARN IAD NAD
Or7-0 M@K jJue foene & (5-5, 3-.)0H 4

LU ] k127 001 Yk W

1

16 screen split
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8.4 IE Remote viewing- e-map
8.4.1 e-map setting

eQOperation steps
A. Execute VideoMap.exe (under C:\PowerView\Bin)

B G A Gl i
OEFd =&

iH—

i

B. Open a new file. Then enter the file name and save path (suggest to save
under c:\powerview\bin )

Open
R I = i ==

Look in: | £ Image

File name: |one folar*. mdb Open I
_v_I Cancel |

Files of type: | MDE Files [“mdb)

ol

C. Move the mouse cursor to the bottom “MAP” and click the right mouse
bottom. Select “new” to create a new map . Able to change the default

map name and path.
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ol - VideoMap

File Wiew Map Object Help

= =&

- @) DVR System
=N "I Map!
e

x|
ID:0
Name : IMap Name 0 - Input the map name
Map File :| 4—/%'— Sdect the map path
Cancel | Make sure and press OK

- <2 Map Hames §
= e Mep Mame 1
4 458 Mog Mame 7

mh iy 1
= e ]
* | g o
o 1 == —/—-=—Camera name
ks RN ir_’ T
e Lk HTH T t—Cameraport
LN

Cameradirection




E“M_;__
ECTRE e
ﬁ ['H Syslnm

- [ Map
<l Mg Name 8
= "3 Mg Mame 1
= oZs Map Mame ?
W delaelH eane
= gelasfiame

E. Press and hold mouse cursor and drag camera to map
F. You also can move the cursor on =« , and click the right mouse button to
delete the cameras

o) - VideoMap

File ‘iew Map ©Object Help

D —&

- DVR System
SR "FMap’
BT e 0

G. When you finish setting » press ¥ to transfer the map to http format.

H. Click H to save the e-map, in case you can modify the e-map next time




8.4.2 e-map Viewing
A. Enter the IP address and than click the “e-map” button.
B. It will pop up the Video after you Cli=wx cameras button.

Fe BN Wew oo Tol o
) ek - B @ fR D Faactes Y ek 5 . =

] hirpi 270,01

- click the camera button to view
S _ live video

L
F E
ol

g
dif il st
Fazeworid

rinned ‘u 2R3
¥l Remesdes Pl -

8.5 IE Remote Playback

W RemcteViow - Micresafl lnlerne! Fxplorer =
P Ft Wem Pnorber  Took Hep
h‘; Huk = u (2 & - e Fasciies g s 55 - s [l

] b)) 1570000 v £

1 -
= 5 .
. F4 10
Screen split Nl ¥ e
mode T whe ¥ malE W
4 12
LR I
. 5 13
Function control w15 w11
section  — w139 11
7 15
TR
& 16
R

User:
kT n ety
Pasawerd

] Foreorviters
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© Operation Steps:

A. After IE connecting, click button to do remote playback
Please make sure that user should have the remote playback authority
to do this functio.

B. Enter username and password, and than press ( s button to contacting states

C. Select screen split mode

D. Playback search mode

a. Search by date/time : after pressing O pause button before search, and
press @% search button to select the year, month, day, hour and minute
you want and than press _] play button.

b. Search by slid -bar :move the mouse cursor to the search slide-bar, and press
and hold the left mouse button to drag the slide-bar to search.
[ i ]

E. Save function: please press f [ ,ause button first than press H save button
( Please see chapter 5.5)

8.6 IE Remote Setting

Enter username and password( default is administrator and 1234) - please notice
that only the administrator can do remote setting function

©0Operation steps:

A. Click E the connection button

B.Go to the function page you want to set (please see chapter 7)) -
C. press|d]| save button to finish the setting.

. 3 Wotkn oot ot | Beady cetiegs | a3 Entingo Cthos oot aga
ﬁ e Selivg Jat 5= dinee | GaTet sdiinge | a0 §rting

Fabe s LA TR R e T 0 ("E] O |uu rE
it - | r | L
= e V- S | rE

Eataler pas

T i eRl E » midie
Eraarecd

e daly Cas

ElRcmsmber B
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9. Remote Surveillance ---- RX M ode

If you would like to connect the surveillance from remote computer through Internet
or LAN, you need to install the the [Power View RX] program. After the installation
is finished, you can start to setup and connect.

Note: If operating system of client side PC is Windows 98SE or Windows 2000. Before
you install POWER VIEW RX program, please upgrade the system to Direct-X8.1
first. (there isaDirectX81 folder on software CD )

Input the correct username and password(default username isadministrator, password is
1234). And press [OK] to show following screen, and you need to setup the settings before
connect with the local recording server.

Pressto connect

Pressto enable
remote Pan/Tilt
function

Searching the video
from the recording
server

Setup the user,
network and
sequence settings.
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9.1 Remote computer (client) settings

When the system is disconnected, Click w and select [Local] to setup

the local computer settings.

x|

% Please select a connection

Connection

|<< Local >> -

Connect I Cancel | DOptions I

9.1.1 Remote Computer (client) User Settings

Click user settings to setup user profile. You can setup up to 5 user’s username,
password and authority.

x|
Uzer seftings ]Im.emu seuing;s| Squences selting | )
User mformation Uw L Ogl n:
You can setup upto 5
User D [ =] D usernames and
Name [ 4 passwords.
Please enter user’s name
PderRue ' and password same as
: , e the server system.
E-Mad | hekstmoniTiyahoo. com b
Phone 886-2-25006110 < User Profile:
e e D — Wher1 the _ever_1t is
triggered, it will send
— it % S message to the telephone
or email address.
oK I Carcel | |

Authority Settings:
Supervisor can perform set up, monitor, and searching function,
etc. Others cannot perform set up function.
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9.1.2 Network settings

P3YVIEG

Click network settings to setup the | P address and group that you want to connect.

Y ou can connect different | P address at the same time, and also can combine

different camera into a group.

User seilings  [ntemet seltimgs |Squ=ncrs setling I
- Remote server settsg:
— Server name
Server name | server P Add
3000 192, 168.7.195 ] dema
dema 61.222.47.105 2 fir —
Delete I—_
4] | 61.222.47.195
- Group contert seitings — - Remote siwer — =
Jotace =l =
Server name |ccp @ = .‘E_J oo | 4]
192, 168.7.195 1 Add IEL_“
192.168.7.195 1 =2
192.168.7.195 3 =k
192, 168.7.105 4 3
192, 168.7.195 5 Sl ES
192,168 7.195 i O
192168 7.195 7 a7
192.165.7.195 g 3
192, 168.7.105 9 = ﬂl Eg
132 168.7.195 10 =
1]
192, 168.7.195 i ﬂj H“
192.168.7.195 12 - i Oz
1| | i mfE:
(e —
IO Narne: ||:-fﬁce mm! ois =
A -
ok | caea |

3. Input the group name and
press [Modify] button to change

the group name.

49

1. Input video server name
| and |P address, and press
[Add].

—— You can key in

Domain name here
to support dynamic
IP( please apply for
domain name first)

2. Select the video sever
and camera you want to
connect, and press [Add].
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9.1.3 Sequence settings

Set the sequence time and camerain each split. After setting is finished, select the split
screen and press sequence button.

User settings | Intemet setlings  Squences setting |

General seting

3.Add or delete
thesequence ™ >
pagein each

split.

Page Dl -

& 1X1

23X

Page content s#ings

CCD D |

2

1%

Add

Cancel

1.Input the sequence time

2.Sdect the split screen
you want to set

4.Sdect the sequence
camerain each

page.
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9.2 Recording server setting from remote computer

When the system is disconnected, Click w and select the recording

server you want to connect, press [option] to input the ID and password of recording

Server.

|
% Please select a connection

- Connection

{pv3000
v3000

onne

ance Uptions

LoginID : |

Password : |

Setup menu will appear after connecting. Now user is able to setup function needed
for recording host from remote computers.

Motion detect settings |
System Setlings
User

Save Pazsward =

Comprassing quality : harrial

Recording sumounding setlings

Storage location and safe storage:
FE (100 M8

Natification types of event triggerad :

il r P
™ Phone il

Waring inferval

™ E-Mail

Clear data and record again

User settings |

Other settings

Sensor sattings |
Squences setting

Camera settings |

VAdministraton vI
| Best |10

Fec @ w8 Fo [®  Me
r 1 me I [ MB

8l

¥ Recording =

3 »| mintues
Clear.. |

x|

Ok | Cancel
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9.3 Connecting

Press [connect] button to show following screen. Choose the connecting group you set
previously, press [option] to input ID and password , then press [connect] to continue.

x

% Please select a connection

— Connection

Idt:mn j
Connect I Cancel | Options I

Login ID : Iadministratur

Password : I"‘"“|

When you connect to the group successfully, the camera’s images that you selected will
show on the screen. Therefore, you can monitor the recorded image through remotes.

CCD1  06:11 55
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9.4 Remote Playback

Click on when not connected. Choose the recording server you want

to connect.

x

% Please select a connection

— Connection

{pv3000
v3000

onne Tpiions

LoginID : |

Password : |

Following searching images will appear after connecting. Y ou are now able to retrieve
historical images recorded by the remotes from recording server.

sk Functions and use of remote playback is the same as server system.
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10. TOOLS

WA Auth
Cap Mlayer

DERebulder

EvewtCenter Setup
= Cogles

P Regisbryjor Tx
IFRersi - for Rx

PV Admin

There are eight programs in the TOOLS:

9.1 DBRebuilder :

The database rebuilding program. If the [tape] file is damaged, you can use this program to
rebuild the database. If you want to copy the [tape] file to other computer to see the
historical recording data, you have to rebuild the database of [tape] file in other computer
and playback by the [ CapPlayer] program.

9.2 CapPlayer :
Y ou can use this program to playback the [tape] file individually, but the file hasto be
transferred by [DBRebuilder].

9.3 EventCenter :
Reference to page 24,25.

9.4 DIPReg :

If the IP address of your computer is dynamic. Install this program in the local recording
computer, and apply a registry name from distributor, this program will connect to our
server, then we will know the IP of this computer.

9.5 IPRetriever :
Install in the remote computer to query the IP address.



PR

10.6 Wmauth:

Water mark authentication program.

il Wt

Open the picture (bmp) you want to authenticate, then press [watermark].
If the picture is tempered, it will be detected.
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10.7 PVAdmin
This is the administrator management program.
Username: innovapv3000  Password: 886225006119

WM Auth
e g e
x|
: UserID : Iinnuvaval]l]l] -
m 3 ALY |
— Password : i Setup
o -
i - ’TI Cancel |

TP Registry-for Tx
[IPRefricver-for Rx

Company Configuration:

Allow to enter company information and change logo.

— Company Config
Company Name : Happywork Information Technology
Company Tele : 886-2-25006119
Company Address : 3F. No. 496, Fu-Shin N. Rd, Taipel, Taiwan
LOGO File [122*72] : Browse .. |

How to change logo :

Press [Browse] button, select the logo file(122* 72 pixel) you want to replace, then the
new logo will replace the old logo.
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DVR Basic Configuration

— DV¥R Config

P3YVIEG

# of User :

#of CCD :

Select this function to attach video file when

sending e-mail.

DVR Advanced Configuration

Interval of a Yideo

|5 vI
M \
|5 Mintue[s]

16

E-Mail Attach a Yideo File

Setting the number of user, up to

> 15 users.

> Setting the number of camera

\ Each default recording fileis 5
minutes. Y ou can change the
time of each recording file.

The frequency of motion detection

- Advance Config

Motion Detection Rate ;

Sensor Detection Rate :

Max. Record Count of Event ;

Pre-Hecording :

Post-Hecording :

PRemote Surveillance :

L00

0

Yideo Resolution

!

widen Heraluton

Device | @ |J20 =240 =]
Dhemwin 0 (000 = 00

Dicwlee 3 Im
Device 4: (220 <210 -
Ihewiiz: b (321002 7ol =)
Dievles 6 Im
Mhevice T ! m
Dhenein i m

| on

Device 3¢ [J20x240 =
Iz 111|590 = P A1 =
Device 11 [320:c 240 =)
Dovice 12 320200 7
Deinzs 15 2 [3200 0 201 =]
Dicwioe 14 |320 2 240 =]
Device 15 070 M0 7]
Ih:'.'il:rz'lﬁilm

Camcel I

che

oleh.

per second
FPS — |

TimefSec— 1 he frequency of sensor detection

er second
Record ~ P

T The number of events you

ECEIIC ) want to reserve.
Second[s] . .
The time of event recording
FP3 (before event triggered and after
\ event triggered)

The frames of remote view per
second.

Y ou can change the resolution by each device (chip).

Note : PVWK-5004 : one chip in acard for 4 cameras.
PVWIK-7008 : 4 chip in acard for 8 cameras.
PVMIK-3004 : 4 chip in acard for 4 cameras.
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P3YVIEG

11. Uninstall Procedure

When you start up the Power View program, and background color is not blue. It
means the installation of the driver isn’t successful, or the hardware of the computer is
not compatible with the video capture card. Please reinstall the driver or check the
specification of the computer, and make sure the specification of computer is consist
with the hardware reference. The following uninstall steps is needed before you
reinstall the driver:

Windows 2000/ XP

1. Select "My computer ;| — " Tools | — ' Folder options | — " View | —
select @ Show hidden files and folders— press " OK | .

2. Delete all OEM filesin C:\WINNT\ inf .

3. Delete [argus] filesin C:\WINNT\ system32\drivers

4. Select " Control Panel | — " System ;| — " Hardware | — " Device Manager | ,
delete all AUDIO and VIDEO filesin " Sound, video and game controllers | .

5. Reingtall the driver and restart the computer.

Windows 98 Second Edition

1. The same as the stepl of Windows 2000/ XP.

2. Select " C:\WINDOWS , — "OTHER , — Tinf | file.

3. Deletedll filesin " OTHER | .

4. Select " Control Panel | — " System ;| — " Hardware | — " Device Manager | ,
delete all AUDIO and VIDEO filesin " Sound, video and game controllers | .

5. Reingtall the driver and restart the computer.
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