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Conduction Cooled PFC :00-500w siim ype

M Features
« Universal AC input / Full range
= Withstand 300VAC surge input for 5 seconds
= Slim width and low profile
(26mm for UHP-200, 31mm for UHP-350/500)
« Built-in active PFC function
» 150% peak load capacility(100ms)
« Fanless and conduction-cooled design
« Protections: Short circuit / Overload /
Over voltage / Over temperature
« Optional DC OK active signal and redundant function for
UHP-200/350/500[R]
« LED indicator for power on
3 years warranty

UHP-200 UHP-350 UHP-500

- I@IilCcBCe

B General Specification (Please refer to www.meanwell.com for detail spec.) @ec“us

Model No. UHP-200 UHP-350 UHP-500

AC input voltage range | 90~264VAC; 127~370VDC
AC inrush current (max.) | Cold start, 40A at 115VAC, 80A at 230VAC | Cold start, 30A at 115VAC, 60A at 230VAC
DC adjustment range +5% rated output voltage

Overload Range 110%~140%

protection Type Hiccup mode, auto-recovery

Over voltage | Range 110%~140%

protection Type Shut down O/P voltage, re-power on to recover
Withstand voltage IIP - O/P: 3.75kVAC, I/P - FG: 2kVAC, O/P - FG: 1.256kVAC
Working temperature -30~+70°C (refer to output derating curve) -20~+70°C (refer to output derating curve)
Vibration 10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes
Safety standards UL62368-1, TUV EN62368-1, EN60335-1(except for UHP-500), GB4943, EAC TP TC 004, BSMI CNS14336-1 approved
EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, GB9254, EN61000-6-2(EN50082-2), BSMI CNS13438
Dimension (LxWxH)(mm) | 194x 55x 26 ‘ 220x 62x 31 233x 81x 31
M 200W UHP-200 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. UHP-350[1-24 24V, 0~14 6A £1% 240mV 949,
UHP-200[]-3.3 L) £90 o
2800l sn 120y 8% UHP-3501-36 36V, 0~9.75A +1% 240my 94%
UHP-200[]-4.2 o 0 o
e, Ol L UHP-35001-48  4py, 0~7.3A £1%  240mV 94%
UHP-20001-5 5V, 0~40A +2% 200mV 91%
=blank, R; blank: enclosed, R: DC OK signal, redundant function
UHP-20001-12 12V, 0~16.7A +1% 240mV 93%
UHP-20001-15 15V, 0~13.4A +1% 240mV 94% H500W UHP-500
UHP-200[1-24 24V, 0~8.4A +19% 240mV 949 Model No. Qutput Tol. R&N Effi.
UHP-50001-4.2 = % %
UHP-2001-36 36V, 0~5.6A +1% 240mV 94% 4.2V, 0~80A +2% 200mV 89%
UHP-50000-5 £ % %
UHP-2000]-48 48V, 0~4.2A 1% 300mV  94% Rl 2 200mv - 90%
C=blank, R; blank: enclosed, R: DC OK signal, redundant function UHP-5000)-12 12V, 0~41.7A £1% 200mv 94%
UHP-50000-15 15V, 0~33.4A +1% 200mV 94%
W 350W UHP-350
; UHP-50001-24 24V, 0~20.9A +1% 240mV 94.5%
Model No. Output Tol. R&N Effi.
UHP-35000-33 3.3y 0-g0A +2% 150mV 88.5% UHP-50001-36 36V, 0~13.9A +1% 360mV 95%
UHP-35000-4.2 49y 0~g0A £29% 150mV 89% UHP-50001-48 48V, 0~10.458  £1% 360mV 95%
UHP-3501-5 5V, 0~60A £2% 200mY 90% O=blank, R; blank: enclosed, R: DC OK signal, redundant function
UHP-35001-12 12V, 0~29.2A £1% 200mV 91%

Who can provide you better services and be a
trustworthy partner in the power industry?

UHP-35001-15 15V, 0~23.4A +1% 200mV 92% —" MEAN WELL" tries to be —
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Conduction Cooled PFC 750-1000w siim Type

UHP-750

UHP-1000

Y

Sy

M Features
= Universal AC input / Full range

» Withstand 300VAC surge input for 5 seconds
» Slim width and low profile(41mm)

= Built-in active PFC function

= Fanless and conduction-cooled design
« Protections: Short circuit / Overload /

Over voltage / Over temperature

« LED indicator for power on
- 3 years warranty (UHP-750)
5 years warranty (UHP-1000)

B General Specification (Please refer to www.meanwell.com for detail spec.)

@ G“ us

» Output voltage and current programmable(UHP-1000)
» Built-in remote ON-OFF control(UHP-1000)

« DC ok active signal

—ItAlcBCe€

Model No.

UHP-750

UHP-1000

AC input voltage range

90~264VAC; 127~370VDC

AC inrush current (max.)

Cold start, 20A at 115VAC, 40A at 230VAC

DC adjustment range

0~20% rated output voltage

Overload
protection

Range 105%~125%

Type Hiccup mode, auto-recovery

Constant current limiting with delay shutdown after 3
seconds, re-power on to recover

Over voltage
protection

Range 120%~135%

Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute

Working temperature

-30~+70°C (refer to output derating curve)

Vibration

10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards

EN62368-1, UL62368-1, EAC TP TC 004 approved; design refer to EN61558-1, EN60335-1 (by request)

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11

Dimension (LxWxH)(mm)

237x 100x 41

240x 115x 41

W 750W

Model No.

UHP-750-12

UHP-750-24

UHP-750-36

UHP-750-48

223

Output
12V, 0~60A
24V, 0~31.3A
36V, 0~21A

48V, 0~15.7A

Tol.

+1%

1%

+1%

1%

Customer Satisfaction
Today's effort, tomorrow's reward, Continuously
improve CQTS to satisfy customer is our goal.

R&N

150mV

200mV

250mV

250mV

UHP-750

Effi.
93.5%
95%
95%

95%

Il 1000W
Model No. Output
UHP-1000-12 12V, 0~80A
UHP-1000-24 24V, 0~42A
UHP-1000-36 36V, 0~28A
UHP-1000-48 48V, 0~21A
$ Pmd-ug:se ;cop Shopping

Tol.

+1%

+1%

+1%

1%

R&N

150mV

240mV

240mV

300mV

- Total Solution

UHP-1000

Effi.

94%

95%
95.5%

96%
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Conduction Cooled PFC 1s00-2000w sim ype

0 M Features
6 = Universal AC input / Full range

b = Withstand 300VAC surge input for 5 seconds
« Slim width and low profile

(41mm for UHP-1500 / 60mm for UHP-2500)
« Built-in active PFC function

« Fanless and conduction-cooled design
« Protections: Short circuit / Overload /

Over voltage / Over temperature
« Qutput voltage and current programmable

UHB=1309 VRE=2500 - Optional PMBus and CANBus protocol
« DC ok active signal
« LED indicator for power on
+ 5 years warranty
B General Specification (Please refer to www.meanwell.com for detail spec.) @ nmus g EH[CB c E
Model No. UHP-1500 UHP-2500

AC input voltage range | 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start, 60A at 230VAC

DC adjustment range 0~20% rated output voltage

Range 105%~125%
Overload

protection

Type Constant current limiting with delay shutdown after 5 seconds, re-power on to recover

Range 125%~140%
Over voltage

protection
Type Shut down O/P voltage, re-power on to recover

Withstand voltage 1/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, Q/P-FG: 1.25kVAC, 1 minute

Working temperature -30~+70°C (refer to output derating curve)

Vibration 10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards EN62368-1, UL62368-1, EAC TP TC 004 approved; design refer to EN61558-1, EN60335-1 (by request)

EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11

Dimension (LxWxH)(mm) | 290x 140x 41 310x 140x 60

M 1500W UHP-1500 IM2500W UHP-2500

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
UHP-1500-24 24V, 0~62.5A +1% 240mV 95% UHP-2500-24 24V, 0~104.2A +1% 300mV 95%
UHP-1500-48 48V, 0~31.5A +1% 350mV 96% UHP-2500-48 48V, 0~52.1A +1% 480mV 96%
48hrs delivery We keep enough stock for 95% of We provide specification, drawing, test report and

5 standard models at our warehouse. We can arrange | ' more information, please visit our web site
LTI prompt delivery within 48hrs. http://www.meanwell.com
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