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 Problem Description:  

 

This documentation explains the difference between AP mode and infrastructure mode.  

We will give the step by step tutorial to the customer know the system structure of these two 

different modes. 

The detail setting procedure in the utility and WISE module will also be addressed. 

 

 Brief Solution - Step by Step: 

 

Infrastructure Mode 

In general, WISE modules stay connected to access point (AP) to be online.  

Users who want to connect their mobile devices to WISE modules will need to connect to the 

same AP as WISE modules connected. 

In this case, that access point act as a wireless switch for both Ethernet devices. 
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AP Mode 

 

For configuration or doing module diagnostic, it is not necessary to have a wireless switch. 

WISE-4000 series offer another network mode: Limited AP Mode. Users can connect the 

mobile devices to access WISE module directly without an AP.  

When WISE-4000 work in Limited AP mode, user can find the SSID for WISE module, and 

connecting to it as a wireless switch. It makes the configuration and diagnostic of WISE 

module much easier. 

 

Note: In the limited AP mode, WISE can only be connected by ONE device at the same time. 
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How to connect to WISE in the AP Mode 

 

1. Initial mode setting 

When the user gets a new WISE module, or the user cannot access the WISE in the normal 

mode anymore, user can enter the initial mode to do the setting. 

 

User may put the pin 1 of switch 1 to the “off” position and reboot the power of WISE to 

make it enter the initial mode. 

 

In the initial mode, the WISE will enter the limited AP mode with the following parameters: 

 

IP: 192.168.1.1 

SSID: WISE-40XX_YYYYYY 

Security type: open 

 

Where XX stands for the module name of the WISE and YYYYYY is the last 6 numbers of MAC 

addresses of the module. 

User can find the MAC address of the module on the sticker in the back of the WISE. 

Take the following module as the example, the SSID will be WISE-4012E_F706F2 
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2. Connect the laptop or smart device to the WISE 

 

Open the wireless network device list from your laptop or smart device, and connect to the 

correct SSID. 

 

For the initial mode, security type is “open”, so there’s no any password during the 

connection. 

 

 

 

 

 

 

 

 

 

 

 

 

3. For initial mode, the is address is “192.168.1.1” 

 

Open a browser like Firefox, IE and enter the default IP address, you will see the login page of 

the module. 
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4. Login with default account and password 

 

You can login the module any one of the following account and the corresponding password. 

 

 

 

 

 

 

 

 


