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Rear view / 後視圖 / 后视图

WOP-3070T / WOP-3100T

Outlet / 外觀尺寸 / 外观尺寸 Cut-out / 開孔尺寸 / 开孔尺寸
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Power Connector (Terminal) / 電源端子(Terminal) / 电源端子 (Terminal)

COM 1 9-Pin Male / COM 1 9-Pin 公頭 / COM 1 9-Pin 公头

9-Pin Terminal / 9-Pin 端子台 / 9-Pin 端子台

USB Connector (Type-A) / USB 接口 (Type-A) / USB 接口 (Type-A)

USB Connector (Type-B) / USB 接口 (Type-B) / USB 接口 (Type-B)

Ethernet port / 網路接口 / 网路接口

Micro-SD Slot / Micro-SD 插槽 / Micro-SD 插槽

Audio / 音效輸出接口 / 音效输出接口

Mic / 麥克風輸入接口 / 麦克风输入接口
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http://www.advantech.com/WebOP/

Thank you for purchasing Advantech products, please visit our official website to download WebOP Designer software.

感謝您購買研華科技產品, 請您至研華官方網站下載 WebOP Designer 軟體。
感谢您购买研华科技产品, 请您至研华官方网站下载 WebOP Designer 组态软件

Model A B C L H

WOP-3150T 386.0 mm / 15.20” 310.0 mm / 12.20” 46.8 mm / 1.84” 374.5 mm / 14.74” 298.5 mm / 11.75”

WOP-3100T 271.5 mm / 10.69” 213.5 mm / 8.41” 43.2 mm / 1.70” 259.5 mm / 10.22” 201.5 mm / 7.93”

WOP-3070T 203.4 mm / 8.01” 150.0 mm / 5.91” 43.7 mm / 1.72” 192.0 mm / 7.56” 138.5 mm / 5.45”
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DIP switch setting / 指撥開關設定 / 拨码开关设定

SW1 SW2 SW3 SW4 SW5

1 2

ON

1 2

ON

1 2

ON

1 2

ON

1 2

ON

SW1 (1) COM1 RS-232/RS-485 or RS-422 Master/Slave  mode select

SW1 (2) COM2 RS-422 Master/Slave  mode select (RS-485 default Slave)

SW2 (1) COM1 RS-485/RS-422(TX) Termina on Resistor 120 select

SW2 (2) COM1 RS-422(RX) Termina on Resistor 120 select

SW3 (1)
CAN port Termina on Resistor 120 select

SW3 (2)

SW4 (1)
COM3 RS-485 Termina on Resistor 120 select

SW4 (2)

SW5 (1) COM2 RS-485/RS-422(TX) Termina on Resistor 120 select

SW5 (2) COM2 RS-422(RX) Termina on Resistor 120 select

Switch pin de ne

COM1 / COM2 Model Selec on

RS-232 RS-422 Master RS-485 RS-422 Slave

COM1

SW1 (1) ON SW1 (1) ON SW1 (1) OFF SW1 (1) OFF

COM2

SW1 (2) ON SW1 (2) OFF SW1 (2) OFF

SW1

1 2

ON

SW1

1 2

ON

SW1

1 2

ON

SW1

1 2

ON

Termina on Resistor 120 Selec on

RS-422 (TX)

RS-485
RS-422 (RX)

RS-422 (TX)

RS-485
RS-422 (RX)

COM1

SW2 (1) ON SW2 (2) ON

COM2

SW5 (1) ON SW5 (2) ON

CAN COM3

RS-485

SW3 (1) ON SW4 (1) ON

SW3

1 2

ON

SW4

1 2

ON

SW2

1 2

ON

SW2

1 2

ON

SW5

1 2

ON

SW5

1 2

ON



Connections / 腳位圖 / 脚位图 Panel fixing / 固定方式 / 固定方式

Fixing Screw / 固定螺絲 / 固定螺丝

Power supply / 電源供應 / 电源供应

WOP-3000T Series

COM 1 DB-9 Male / DB-9 公頭 / DB-9 公头

Download Cable / 程式下載線 / 程式下载线

COM 1

COM 1 Connector 9-Pin Female PC Connector 9-Pin Male

RXD

SG
TXD

TXD

SG
RXD
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Screw each fixing screw until the bezel corner gets in contact with the panel. 

使用固定螺絲固定時請注意不要鎖太緊，以避免壓迫造成其他問題。
使用固定螺丝固定时请注意不要锁太紧，以避免压迫造成其他问题。

100% battery capacity can hold for 5 months without power supply in general 

enviroment. Please charge at least 72hrs within the hold up time. The data in 

the memory maybe incorrect under low battery condition.

電池電量100%時，在斷電停機狀態下能保持五個月(一般環境)，請在保持時間
內充電72小時，因電量不足的情況下易造成記憶體資料不正確。
电池电量100%时，在断电停机状态下能保持五个月(一般环境)，请在保持时间
内充电72小时，因电量不足的情况  下易造成记忆体资料不正确。

Powered by a Low Voltage / Limited Energy power source. 

以低電壓提供電力 / 限制能量電源。  /  以低电压提供电力 / 限制能量电源。

Do not open the rear cover of the panel when power is applied. 

電源送電時請勿開啟後殼。  /  电源送电时请勿开启后壳。

Ensure that the power supply has enough power capacity for the operation of 

the equipment. 
送電時請確定電源設備的電源能力符合產品硬體規範。
送电时请确定电源设备的电源能力符合产品硬体规范。

The products have been designed for use in an industrial environment in compliance with the

2004/108/CE directive. 

本產品適用於工業環境並符合2004/108/CE規範

The products have been designed in compliance with: 

本產品符合以下法規:

EN 61000-6-4                                                          EN 55022 Class A

EN 61000-6-2 EN 61000-4-2

EN 61000-4-3

EN 61000-4-4

EN 61000-4-5

EN 61000-4-6

EN 61000-4-8

EN 61000-4-11

The installation of these devices into the residential, commercial and light-industrial 
environments is allowed only in the case that special measures are taken in order to get the 
conformity to IEC-61000-6-3. 
本產品若要安裝於住宅；商業及輕工業的環境時，必須加測特殊檢驗以符合IEC-61000-6-3

Reproduction of the contents of this copyrighted document, in whole or part, without written
permission of Advantech Inc., is prohibited.
本文件內容版權Advantech Inc所有.
非經本公司同意.請勿自行重製；拷貝或修正此文件內容。 
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RS-422 TXD+ / RS-485+

RS-232 RXD

RS-232 TXD

RS-422 RXD+

GND

RS-422 RXD-

DBG TXD

DBG RXD

RS-422 TXD- / RS-485-
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D- D+ D- D+ SG TX- RX- RX+ TX+

CAN 485 422 / 485

CAN COM3 COM2

This product is intended to be supplied by a  Listed Power Unit complie with 

“LPS” , “Limited Power Source” and output rated 24 Vdc, min.0.4 A for used 

ambient -50 deg. C 

Carton Assembler / 紙盒組裝 / 纸盒组装

Bus Length (m)

40

100

200

500

1000

Suggested CANbus Cable Length V.S Signaling Rate

Signaling Rate (Mbps)

1

0.5

0.25

0.1

0.05



Safety instructions 
1. Read these safety instructions carefully. 

2. Keep this user manual for later reference. 

3. Disconnect this equipment from AC outlet before cleaning. Do not use 

liquid or spray detergents for cleaning. 

4. For pluggable equipment, the power outlet shall be installed near the 

equipment and shall be easily accessible. 

5. Keep this equipment away from humidity. 

6. Put this equipment on a reliable surface during installation. Dropping it 

or letting it fall could cause damage. 

7. Do not leave this equipment in an environment unconditioned where the 

storage temperature under 0ºC (32ºF) or above 50ºC (122ºF), it may 

damage the equipment. 

8. The openings on the enclosure are for air convection hence protects the 

equipment from overheating. DO NOT COVER THE OPENINGS. 

9. Make sure the voltage of the power source is correct before connecting 

the equipment to the power outlet. 

10. Place the power cord such a way that people can not step on it. Do not 

place anything over the power cord. The voltage and current rating of 

the cord should be greater than the voltage and current rating marked 

on the product. 

11. All cautions and warnings on the equipment should be noted. 

12. If the equipment is not used for long time, disconnect it from the power 

source to avoid being damaged by transient over-voltage. 

13. Never pour any liquid into ventilation openings. This could cause fire or 

electrical shock. 

14. Never open the equipment. For safety reasons, the equipment should be 

opened only by qualified service personnel. 

15. If any of the following situations arises, get the equipment checked by 

service personnel: 

a.The power cord or plug is damaged. 

b.Liquid has penetrated into the equipment. 

c.The equipment has been exposed to moisture. 

d.The equipment does not work well or you cannot get it to work 

according to user manual. 

e.The equipment has been dropped and damaged. 

f.The equipment has obvious signs of breakage. 

16. CAUTION: The computer is provided with a battery-powered real-time 

clock circuit. There is a danger of explosion if battery is incorrectly 

replaced. Replace only with same or equivalent type recommended by 

the manufacture. Discard used batteries according to the manufacturer’s

instructions. 

17. THE COMPUTER IS PROVIDED WITH CD DRIVES COMPLY WITH 

APPROPRIATE SAFETY STANDARDS INCLUDING IEC 60825. 

CALSS 1 LASER PRODUCT 

KLASSE 1 LASER PRODUKT 

18. This device complies with Part 15 of the FCC rules. Operation is subject 

to the following two conditions: 

(1) this device may not cause harmful interference, and 

(2) this device must accept any interference received, including 

interference that may cause undesired operation. 

19. CAUTION: Always completely disconnect the power cord from your 

chassis whenever you work with the hardware. Do not make connections 

while the power is on. Sensitive electronic 

components can be damaged by sudden power surges. 

20. CAUTION: Always ground yourself to remove any static charge before 

touching the motherboard, backplane, or add-on cards. Modern electronic 

devices are very sensitive to static electric charges. As a safety precaution, 

use a grounding wrist strap at all times. Place all electronic components 

on a static-dissipative surface or in a static-shielded bag when they are 

not in the chassis. 

21. CAUTION: Any unverified component could cause unexpected damage. 

To ensure the correct installation, please always use the components 

(ex. screws) provided with the accessory box. 

22. Caution text concerning lithium batteries: 

ADVARSEL! 

Lithiumbatteri - Eksplosionsfare ved fejlagtig 

håndtering. 

■ Udskiftning må kun ske med batteri af samme

fabrikat og type. 

Levér det brugte batteri tibage tilleverandøren. 


