AD\-&NTECH Enabling an Intelligent Planet

Advantech AE Technical Share Document

Date 2023/5/15 SR# 1-5166983352

Category oFAQ mSOP Related OS N/A

Abstract How to update EdgelLink image in ECU-1000

Keyword EdgelLink, image, update

Related

Product Edgelink, ECU-1051, ECU-1251, ECU-1152, ECU-1252, ECU-150, ADAM-3600

B Problem Description:
This document explains how to update EdgeLink image in ECU-1000.

B Answer:

1 Online update
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Click Update Image to update the image.

Restore factory default setting: If select, it will clear the EdgeLink project in the ECU. If not select, the EdgeLink
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project which is running in the ECU will stay after updating the image.

After updating, device will auto restart.

Update Completed

o Device update is complete, please log in again

Relogin

2 Using SD card

1. Change the .bin to .zip and unzip the files to SD card.
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2. If you need to clear the Edgelink project, please change the advfactory parameter to “y” like below.
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tadvimage=y will update uboot and kernel

tadvrootfs=y will recovery linux file system

tadvrecover=y will copy files to recovery partition

tadvfactory=y will restore factory deafault setting

¢advpartiti i rtition and format system media
tadvpath=/home/sysuser will setup EdgeLink application install path
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3. If you need to repartition the system, please change the advpartition parameter to “y” like below.
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4. Insert the SD card to the storage card slot and repower.

Example: Below is the storage card location in ECU-1051.
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