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Ordering Information
Part Number
Coming soon

Packing List
Part Number
Coming soon

WindBOX II Plus

Intel® Processor CedarTrail Fanless Soltion for High Performance with GbE LAN and WLAN

Embedded System MS-9A45

Features
•    Lowe Power Solution with Fanless Design

•    Support Display 1920 x 1080P

•    Ultra-mini Size, 255 x 180 19mm(W x L x H)

•    Support 2 x Intel GbE LAN

•    Support Voltage Input for DC Sku (12/19V)

•    Support Intel CedarTrail Processor

•    Multi mini-PCIe slots for Wifi, 3G or TV tuner card optional usage

•    Flexible design for easy change Memory and HDD

Specification
Intel® Cedarview-D D2700
Micro-FCBGA
2.13GHz
Intel® NM10 
AMIBIOS EFI CORE
Dual Channel DDR3 1066 MHz
Up to 4GB
2 SO DIMM
Intel Integrated Graphics 3600 Series Engine
NA
DVI-I Resolution up to 1920 x 1080P
Resolution up to 1920 x 1200P 
NA
NA
2 x Intel 82574L GbE LAN
Realtek ALC886
Finteck F71889AD
Programmable 1~255 sec/min; System reset
NA
NA
3 x (USB 2.0 compliant)
1XCOM1(RS-232, RS-422, RS-485)
NA
1 x Mic in, 1 x Line out
NA
NA
NA
NA
NA
NA
2 slot
1 x SATA II
NA
NA
NA
NA
NA
DC 19V
NA
 0 ~ 60°C 
-10 ~ 80°C
0%~95% relative humidity, noncondensing
0%~95% relative humidity, noncondensing
255 mm x 180 mm x 19 mm
1.08 Kg
VESA mount
FCC, CE, C-Tick, VCCI,BSMI
RoHS compliant

CCPU
CPU  Socket
Front Side Bus
Chipset
BIOS
Technology
Max. Capacity
Socket
Graphic Controller
LVDS
DVI
HDMI
Display port
Dual Display
Controller
Controller
Controller
Watchdog Timer
Smart Fan
Controller
USB
Serial
Parallel
PS/2
GPIO
IEEE 1394
PCIe x 16
PCIe x 4
PCIe x 1
PCI
Mini-PCIe
SATA
IDE
eSATA
CompactFlash
Power Consumption

Power Adaptor
Power Supply
Operating Temperature
Storage Temperature
Operating Humidity
Storage Humidity
Dimensions
Weight
Mounting

Processor System

System Memory

Display

Ethernet
Audio
Super I/O
H/W Monitor

TPM
I/O Interface

Expansion Slot

Storage

Power Requirement

Power Source

Environment

Form Factor

Regulatory Compliance

SATA Raid

WindBOX II

Intel® Atom™ Fanless Solution for High Performance with GbE LAN and WLAN

Embedded System MS-9A25

Features
•  Low Power Solution with Fanless Design

•  Optional Hardware Decoder for 1080p MPEG-2, H.264,

   and VC-1 Playback

•  Ultra-mini Size, 180 x 255 x 19mm (L x W x H)

•  Support Intel® Atom™ Processor 

•  Multi mini-PCIe slots for Wifi, 3G, TV tuner card or H.264

   optional usage

Specification
Processor
System
System
Memory

Display

Ethernet

Wireless
Module
Audio
I/O Interface

Expansion
Slot

Storage

Operating System
Power
Source
Environment

Chassis

Regulatory
Compliance

CPU
Chipset
Technology
Max. Capacity
Socket
Graphic Controller
LVDS

DVI

HDMI

Display port

Dual Display
Controller

WLAN
Blue Tooth
Controller
USB
Serial
Parallel
PS/2
IrDA
GPIO
IEEE 1394
PCIe x 16
PCIe x 4
PCIe x 1
PCI
Mini-PCI
SATA
IDE
eSATA
Compact Flash
　

Power Adaptor
Power Supply
Operating Temperature
Storage Temperature
Operating Humidity
Storage Humidity
Dimensions
Weight
Mounting
　

Intel® Atom™ Processor N270
Intel® 945GSE + ICH7M
Dual channel DDR2 667 MHz
Up to 2 GB (1GB on board)
1 x 200-pin SODIMM
Intel GMA950 graphic engine
N/A
N/A
Chrontel CH7307C SDVO transmitter
Resolution: Up to 1600 x 1200 (UXGA)
N/A
N/A
N/A
N/A
CRT + DVI
LAN1: Intel 82574 GbE LAN
LAN2: Intel 82574 GbE LAN
802.11 b/g/n
N/A
Realtek ALC888 7.1 Channel HDA Codec (Mic-in, Line-out)
4 (USB 2.0 compliant, 3 x Front, 1 x Rear)
1 (1 x RS232/485/422 Front, support 0V/5V/12V)
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
PCIe x1, 2 slots
1 x SATA II  (1 x SATA II  for 2.5" HDD)
N/A
N/A
N/A
Windows XP / XPE
DC 20V , 40W
N/A
0°C ~ 60°C (32 ~ 140 F)           
-20°C ~ 70°C (-4 ~ 158 F)
0%~90% relative humidity, noncondensing
0%~90% relative humidity, noncondensing
180 mm x 255 mm x 19 mm
1.08 Kg
VESA mount
FCC, CE,  BSMI, C-Tick, TUV, UL, VCCI
RoHS compliant

Ordering Information
Part Number
9S9-9A25-027
9S9-9A25-029
TBD coming soon

Description
WindBOXII,VER 1.0, 2 WLAN, 2 (3G) ANTENNA, EU POWER CORD (NON-OS)
WindBOXII, VER 1.0, 2 WLAN, 2 (3G) ANTENNA, US POWER CORD (NON-OS) 
MS-9A25 with XPE

Packing List
Part Number
S93-0408120-D04
K33-3001020-I45
K33-3001021-I45
S79-0000360-V03
S79-0000370-V03
G71-SEDC040-J24
E22-9A25031-C22

Quantity
1
1
1
1
1
1
1

Description
ADAPTOR
POWER CODE, USA
POWER CODE, EUROPE
RF ANTENNA
3.5G/RF ANTENNA
Driver CD
VESA 75/100 MOUNTING BRACKET

2 x Gigabit LAN Headphone 1 x USB 2.0 DVI-I

3 x USB 2.0 Power Button COM1 Power Input
(DC 20V)

AntennaMIC

Description

Description

HDMI

DVI-I Gigabit LAN

Power Input (DC 19V)

Antenna
Connecter

(Optional)
COM1Power Button

AntennaMIC USB 2.0

USB 2.0

Headphone


