MS-9A15

WindBOX

Intel® Atom™ Solution for Low Power And Ultra Mini Size

}\l. TAIWAN _

hrocessor Intel® Atom™ N270 1.6GHz (TDP 2.5W)
= ‘ EXCELLENCE Chipset Intel® 945GSE + ICH7M
.\‘ 2009 Memory 1GB/ 1 * DDR2 SO-DIMM 533/677, up to 1GB

e Display Port  1*VGA

usB 3*USB 2.0 Port

LAN 1 * Realtek 10/100 LAN

WiFi 802.11 big

Audio 2 jacks Mic In; Head Phone Out

Antenna 1* SMA Connector (Optional)

Card Reader 3-in-1 (SD/MMC/Memory Stick)

Storage 1*SATAllor 2.5" HDD

ipplication Digital Signage, Thin Clinet, Value PC, POS

Power Specification
Power Source  DC 20V, 40W

Mechanical and Environmental

Dimension 180 * 255" 19 mm, 1.08 Kg
Operating 0°Cto 35°C
Temperature

E

Intel 94565 SODIMM
+ICHIM DDR2 667

| &

Fanless

» Low Power & Ultra Mini Size

» Hardware Video Decoder for MPEG2
* 180 x 255 x 19 mm

» Support Intel® Atom™ Processor

Storage -20°C to 80°C
’ [.) |a Temperature
3in Regulatory UL, CSA (cUL), TUV, TUV-CB, CE-LVD, CE,
VGA

CardReader  compliance FCC Class B, BSMI, VCCI, C-Tick, RoHS Compliant




